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	AI
	TD#
	Type
	Title
	Source
	Rel
	Work Item
	Comment
	Result

	4

=>

9.1
	S2-123915
	LS Out
	Related to: LS from CT WG4: LS on Emergency registration clarification
	TSG SA WG2
	-
	-
	Related to S2-123457
	Agreed



	9.1
	S2-123916
	LS Out
	Related to: LS from CT WG1: Reply LS on border control concepts for VINE
	TSG SA WG2
	Rel-11
	VINE-CT
	Related to S2-123450
	Agreed



	6.4

=>

9.1
	S2-123912
	CR
	Revision of: 23.167 CR0218: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-9
	TEI9
	Revision of S2-123764
	Agreed



	6.4

=>

9.1
	S2-123913
	CR
	Revision of: 23.167 CR0219: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-10
	TEI9
	Revision of S2-123765
	Agreed



	6.4

=>

9.1
	S2-123914
	CR
	Revision of: 23.167 CR0220: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-11
	TEI9
	Revision of S2-123766
	Agreed



	9.2
	S2-123917
	CR
	Revision of: 23.237 CR0437: Bring back normal SRVCC procedure 6.3.2.1.4 which was mis-removed
	Huawei, Hisilicon, NEC
	Rel-9
	IMS_SCC-SPI
	Revision of S2-123669
	Agreed



	6.4

=>

9.2
	S2-124078
	CR
	Revision of: Revision of: Revision of: 23.237 CR0444: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-12
	eSRVCC
	Revision of S2-124070
	Agreed



	9.2
	S2-123919
	CR
	Revision of: 23.237 CR0446: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-10
	TEI10
	Revision of S2-123897
	Agreed



	9.2
	S2-124071
	CR
	Revision of: Revision of: 23.237 CR0447: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-11
	TEI10
	Revision of S2-123920
	Agreed



	9.2
	S2-124072
	CR
	Revision of: Revision of: 23.237 CR0448: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-12
	TEI10
	Revision of S2-123921
	Agreed



	9.3
	S2-123929
	CR
	Revision of: 23.228 CR1022: Correction of Proactive transcoding support to preserve voice quality
	Orange
	Rel-11
	TEI11
	Revision of S2-123680
	Agreed



	9.3
	S2-123930
	CR
	23.002 CR0xxx: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-10
	TEI10
	Revision of S2-123676
	Agreed



	9.3
	S2-123931
	CR
	Revision of: 23.002 CR0255: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-11
	TEI10
	Revision of S2-123676
	Agreed



	9.3
	S2-123932
	CR
	Revision of: 23.002 CR0256: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-12
	TEI10
	Revision of S2-123677
	Agreed



	9.3
	S2-123933
	CR
	23.237 CR0451: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-10
	TEI10
	Revision of S2-123678
	Agreed



	9.3
	S2-123934
	CR
	Revision of: 23.237 CR0438: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-11
	TEI10
	Revision of S2-123678
	Agreed



	9.3
	S2-123935
	CR
	Revision of: 23.237 CR0439: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-12
	TEI10
	Revision of S2-123679
	Agreed



	9.3
	S2-124073
	CR
	Revision of: 23.237 CR0452: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-123936
	Agreed



	9.3
	S2-124074
	CR
	Revision of: Revision of: 23.237 CR0449: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-124068
	Agreed



	9.3
	S2-124075
	CR
	Revision of: Revision of: 23.237 CR0450: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-12
	TEI10
	Revision of S2-124069
	Agreed



	9.4
	S2-123753
	CR
	23.237 CR0440: Dynamic STN for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	
	Agreed



	9.4
	S2-124076
	CR
	Revision of: Revision of: 23.237 CR0441: Incoming alerting for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	Revision of S2-123922
	Agreed



	9.4.2
	S2-123925
	P-CR
	Revision of: Additional requirements for robustness and scalability
	Orange
	
	BusTI
	Revision of S2-123681
	Agreed



	9.4.2
	S2-123752
	P-CR
	BUSTI reuse of existing functions v2
	Ericsson, ST-Ericsson
	
	BUSTI
	
	Agreed



	9.4.2
	S2-123927
	P-CR
	Revision of: Business Trunking, Architecture with P-CSCF
	Alcatel-Lucent
	
	BusTI
	Revision of S2-123617
	Agreed



	9.4.2
	S2-124077
	P-CR
	Revision of: Revision of: A new Architecture alternative for BusTI (Business Trunking for IP-PBX in Static mode of operation)
	ZTE
	
	BusTI
	Revision of S2-123928
	Agreed



	9.4.2
	S2-123926
	WID
	Revision of: BusTI WI not limited to peering based business trunking
	Alcatel-Lucent
	
	BusTI
	Revision of S2-123616
	Agreed



	10.1
	S2-124080
	WID
	Revision of: Revision of: Stage 2 aspects of location based IMS registration control
	China Mobile
	-
	NEW WI
	Revision of S2-123924
	OPEN


	AI
	TD#
	Type
	Title
	Source
	Rel
	Work Item
	Comment
	Result

	9.1
	
	
	Incoming LSs
	
	
	
	
	

	4

=>

9.1
	S2-123457
	LS In
	LS from CT WG4: LS on Emergency registration clarification
	CT WG4
	-
	-
	Related LS Out in S2-123915
	Responded

	4

=>

9.1
	S2-123915
	LS Out
	Related to: LS from CT WG4: LS on Emergency registration clarification
	TSG SA WG2
	-
	-
	Related to S2-123457
	Agreed



	6.4

=>

9.1
	S2-123764
	CR
	23.167 CR0218: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-9
	TEI9
	
	Revised to S2-123912

	6.4

=>

9.1
	S2-123912
	CR
	Revision of: 23.167 CR0218: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-9
	TEI9
	Revision of S2-123764
	Agreed



	6.4

=>

9.1
	S2-123765
	CR
	23.167 CR0219: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-10
	TEI9
	
	Revised to S2-123913

	6.4

=>

9.1
	S2-123913
	CR
	Revision of: 23.167 CR0219: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-10
	TEI9
	Revision of S2-123765
	Agreed



	6.4

=>

9.1
	S2-123766
	CR
	23.167 CR0220: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-11
	TEI9
	
	Revised to S2-123914

	6.4

=>

9.1
	S2-123914
	CR
	Revision of: 23.167 CR0220: Defining S-CSCF procedures for registration and emergency registration relationships
	Nokia Siemens Networks
	Rel-11
	TEI9
	Revision of S2-123766
	Agreed



	9.1
	S2-123445
	LS In
	LS from CT WG1: Reply LS on IMS node blocking the identity of originating party
	CT WG1
	Rel-11
	TEI11
	Propose to Note
	Noted

	9.1
	S2-123490
	LS In
	LS from SA WG5: Reply LS on IMS node blocking the identity of originating party
	SA WG5
	Rel-11
	Charging, TEI11
	Propose to Note
	Noted

	9.1
	S2-123450
	LS In
	LS from CT WG1: Reply LS on border control concepts for VINE
	CT WG1
	Rel-11
	VINE-CT
	Propose to NoteRelated LS Out in S2-123916
	Responded

	9.1
	S2-123916
	LS Out
	Related to: LS from CT WG1: Reply LS on border control concepts for VINE
	TSG SA WG2
	Rel-11
	VINE-CT
	Related to S2-123450
	Agreed



	9.1
	S2-123486
	LS In
	LS from SA WG3: Reply LS on border control concepts for VINE
	SA WG3
	Rel-11
	VINE-CT
	Propose to Note
	Noted

	9.1
	S2-123471
	LS In
	LS from RAN WG2: LS on Access control for UEs in RRC CONNECTED mode
	RAN WG2
	Rel-11
	TEI11, SSAC
	
	Postponed

	9.2
	
	
	CRs on Release 10 and earlier
	
	
	
	
	

	9.2
	S2-123669
	CR
	23.237 CR0437: Bring back normal SRVCC procedure 6.3.2.1.4 which was mis-removed
	Huawei, Hisilicon, NEC
	Rel-9
	IMS_SCC-SPI
	
	Revised to S2-123917

	9.2
	S2-123917
	CR
	Revision of: 23.237 CR0437: Bring back normal SRVCC procedure 6.3.2.1.4 which was mis-removed
	Huawei, Hisilicon, NEC
	Rel-9
	IMS_SCC-SPI
	Revision of S2-123669
	Agreed



	6.4

=>

9.2
	S2-123816
	DISCUSSION
	eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	-
	eSRVCC
	
	Noted

	6.4

=>

9.2
	S2-123817
	CR
	23.237 CR0442: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-10
	eSRVCC
	
	Noted

	6.4

=>

9.2
	S2-123818
	CR
	23.237 CR0443: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-11
	eSRVCC
	
	Noted

	6.4

=>

9.2
	S2-123819
	CR
	23.237 CR0444: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-12
	eSRVCC
	
	Revised to S2-123918

	6.4

=>

9.2
	S2-123918
	CR
	Revision of: 23.237 CR0444: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-12
	eSRVCC
	Revision of S2-123819
	Revised to S2-124070

	6.4

=>

9.2
	S2-124070
	CR
	Revision of: Revision of: 23.237 CR0444: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-12
	eSRVCC
	Revision of S2-123918
	Revised to S2-124078

	6.4

=>

9.2
	S2-124078
	CR
	Revision of: Revision of: Revision of: 23.237 CR0444: eSRVCC before ringing(brSRVCC)
	NTT DOCOMO
	Rel-12
	eSRVCC
	Revision of S2-124070
	Agreed



	9.2
	S2-123897
	CR
	23.237 CR0446: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-10
	TEI10
	
	Revised to S2-123919

	9.2
	S2-123919
	CR
	Revision of: 23.237 CR0446: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-10
	TEI10
	Revision of S2-123897
	Agreed



	9.2
	S2-123898
	CR
	23.237 CR0447: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-11
	TEI10
	
	Revised to S2-123920

	9.2
	S2-123920
	CR
	Revision of: 23.237 CR0447: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-11
	TEI10
	Revision of S2-123898
	Revised to S2-124071

	9.2
	S2-124071
	CR
	Revision of: Revision of: 23.237 CR0447: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-11
	TEI10
	Revision of S2-123920
	Agreed



	9.2
	S2-123899
	CR
	23.237 CR0448: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-12
	TEI10
	
	Revised to S2-123921

	9.2
	S2-123921
	CR
	Revision of: 23.237 CR0448: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-12
	TEI10
	Revision of S2-123899
	Revised to S2-124072

	9.2
	S2-124072
	CR
	Revision of: Revision of: 23.237 CR0448: Correction to avoid the ATCF's STN-SR to be overwritten when a registration over I2 or non-3GPP access occurs
	Orange
	Rel-12
	TEI10
	Revision of S2-123921
	Agreed



	9.3
	
	
	CRs on Release 11 Work Items
	
	
	
	TEI11 is not on the agenda
	

	9.3
	S2-123618
	CR
	23.228 CR1018: Keep alive between UE and P-CSCF
	China Mobile
	Rel-11
	TEI11
	treat only if time allows
	Noted

	9.3
	S2-123680
	CR
	23.228 CR1022: Correction of Proactive transcoding support to preserve voice quality
	Orange
	Rel-11
	TEI11
	treat only if time allows
	Revised to S2-123929

	9.3
	S2-123929
	CR
	Revision of: 23.228 CR1022: Correction of Proactive transcoding support to preserve voice quality
	Orange
	Rel-11
	TEI11
	Revision of S2-123680
	Agreed



	9.3
	S2-123930
	CR
	23.002 CR0xxx: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-10
	TEI10
	Revision of S2-123676
	Agreed



	9.3
	S2-123676
	CR
	23.002 CR0255: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-11
	TEI11
	treat only if time allows
	Revised to S2-123931

	9.3
	S2-123931
	CR
	Revision of: 23.002 CR0255: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-11
	TEI10
	Revision of S2-123676
	Agreed



	9.3
	S2-123677
	CR
	23.002 CR0256: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-12
	TEI11
	treat only if time allows
	Revised to S2-123932

	9.3
	S2-123932
	CR
	Revision of: 23.002 CR0256: Clarifying that MSC Server assisted mid-call feature does not imply I2 interface
	Orange
	Rel-12
	TEI10
	Revision of S2-123677
	Agreed



	9.3
	S2-123933
	CR
	23.237 CR0451: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-10
	TEI10
	Revision of S2-123678
	Agreed



	9.3
	S2-123678
	CR
	23.237 CR0438: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-11
	TEI11
	treat only if time allows
	Revised to S2-123934

	9.3
	S2-123934
	CR
	Revision of: 23.237 CR0438: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-11
	TEI10
	Revision of S2-123678
	Agreed



	9.3
	S2-123679
	CR
	23.237 CR0439: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-12
	TEI11
	treat only if time allows
	Revised to S2-123935

	9.3
	S2-123935
	CR
	Revision of: 23.237 CR0439: Correction of the requirements for I2 interface and SRVCC corrections
	Orange
	Rel-12
	TEI10
	Revision of S2-123679
	Agreed



	9.3
	S2-123936
	CR
	23.237 CR0452: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-123900
	Revised to S2-124073

	9.3
	S2-124073
	CR
	Revision of: 23.237 CR0452: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-123936
	Agreed



	9.3
	S2-123900
	CR
	23.237 CR0449: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI11
	treat only if time allows
	Revised to S2-124068

	9.3
	S2-124068
	CR
	Revision of: 23.237 CR0449: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-123900
	Revised to S2-124074

	9.3
	S2-124074
	CR
	Revision of: Revision of: 23.237 CR0449: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-11
	TEI10
	Revision of S2-124068
	Agreed



	9.3
	S2-123901
	CR
	23.237 CR0450: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-12
	TEI11
	treat only if time allows
	Revised to S2-124069

	9.3
	S2-124069
	CR
	Revision of: 23.237 CR0450: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-12
	TEI10
	Revision of S2-123901
	Revised to S2-124075

	9.3
	S2-124075
	CR
	Revision of: Revision of: 23.237 CR0450: Definition of the MSC Assisted Mid-call feature
	Orange
	Rel-12
	TEI10
	Revision of S2-124069
	Agreed



	9.3
	S2-123670
	DISCUSSION
	Discussion Paper for Service Domain selection for mobile terminated calls from IMS
	Huawei, Hisilicon
	Rel-11
	TEI11
	treat only if time allows
	Noted

	9.3
	S2-123740
	CR
	23.292 CR0191: Add a note for managing communication service settings data
	Huawei, Hisilicon
	Rel-11
	TEI11
	treat only if time allows
	Not Handled.

	9.3
	S2-123671
	CR
	23.221 CR0138: Service Domain selection for mobile terminated calls from IMS
	Huawei, Hisilicon
	Rel-11
	TEI11
	treat only if time allows
	Not Handled.

	9.3
	S2-123619
	CR
	23.228 CR1019: Network Initiated De-registration, Signalling Connection Loss
	China Mobile
	Rel-11
	TEI11
	treat only if time allows
	WITHDRAWN



	9.4
	
	
	Release 12 Work Items
	
	
	
	
	

	9.4
	S2-123753
	CR
	23.237 CR0440: Dynamic STN for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	
	Agreed



	9.4
	S2-123754
	DISCUSSION
	DRVCC for incoming calls in alerting state
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	
	Noted

	9.4
	S2-123755
	CR
	23.237 CR0441: Incoming alerting for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	
	Revised to S2-123922

	9.4
	S2-123922
	CR
	Revision of: 23.237 CR0441: Incoming alerting for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	Revision of S2-123755
	Revised to S2-124076

	9.4
	S2-124076
	CR
	Revision of: Revision of: 23.237 CR0441: Incoming alerting for DRVCC
	Ericsson, ST-Ericsson
	Rel-12
	TEI12
	Revision of S2-123922
	Agreed



	9.4
	S2-123883
	DISCUSSION
	Discussion of ACTF failure
	ZTE
	-
	TEI12
	
	Noted

	9.4
	S2-123884
	CR
	23.237 CR0445: Add the capability to handle ATCF failure
	ZTE
	Rel-12
	TEI12
	
	Revised to S2-123923

	9.4
	S2-123923
	CR
	Revision of: 23.237 CR0445: Add the capability to handle ATCF failure
	ZTE
	Rel-12
	TEI12
	Revision of S2-123884
	WITHDRAWN



	9.4.2
	
	
	Business Trunking for IP-PBX in static mode of operation (BusTI)
	
	
	
	
	

	9.4.2
	S2-123681
	P-CR
	Additional requirements for robustness and scalability
	Orange
	Rel-12
	BusTI
	
	Revised to S2-123925

	9.4.2
	S2-123925
	P-CR
	Revision of: Additional requirements for robustness and scalability
	Orange
	Rel-12
	BusTI
	Revision of S2-123681
	Agreed



	9.4.2
	S2-123672
	P-CR
	BusTI Alternative under eIBCF architecture-Origination
	Huawei, Hisilicon
	Rel-12
	BusTI
	
	Noted

	9.4.2
	S2-123673
	P-CR
	BusTI Alternative under eIBCF architecture-Termination
	Huawei, Hisilicon
	Rel-12
	BusTI
	
	Noted

	9.4.2
	S2-123752
	P-CR
	BUSTI reuse of existing functions v2
	Ericsson, ST-Ericsson
	Rel-12
	BUSTI
	
	Agreed



	9.4.2
	S2-123616
	WID
	BusTI WI not limited to peering based business trunking
	Alcatel-Lucent
	-
	BusTI
	
	Revised to S2-123926

	9.4.2
	S2-123926
	WID
	Revision of: BusTI WI not limited to peering based business trunking
	Alcatel-Lucent
	-
	BusTI
	Revision of S2-123616
	Agreed



	9.4.2
	S2-123617
	P-CR
	Business Trunking, Architecture with P-CSCF
	Alcatel-Lucent
	-
	BusTI
	
	Revised to S2-123927

	9.4.2
	S2-123927
	P-CR
	Revision of: Business Trunking, Architecture with P-CSCF
	Alcatel-Lucent
	-
	BusTI
	Revision of S2-123617
	Agreed



	9.4.2
	S2-123882
	P-CR
	A new Architecture alternative for BusTI (Business Trunking for IP-PBX in Static mode of operation)
	ZTE
	-
	BusTI
	
	Revised to S2-123928

	9.4.2
	S2-123928
	P-CR
	Revision of: A new Architecture alternative for BusTI (Business Trunking for IP-PBX in Static mode of operation)
	ZTE
	-
	BusTI
	Revision of S2-123882
	Revised to S2-124077

	9.4.2
	S2-124077
	P-CR
	Revision of: Revision of: A new Architecture alternative for BusTI (Business Trunking for IP-PBX in Static mode of operation)
	ZTE
	-
	BusTI
	Revision of S2-123928
	Agreed




	10.1
	
	
	New and Revised Work Items
	
	
	
	
	

	10.1
	S2-123620
	WID
	Stage 2 aspects of location based IMS registration control
	China Mobile
	-
	NEW WI
	
	Revised to S2-123924

	10.1
	S2-123924
	WID
	Revision of: Stage 2 aspects of location based IMS registration control
	China Mobile
	-
	NEW WI
	Revision of S2-123620
	Revised to S2-124080

	10.1
	S2-124080
	WID
	Revision of: Revision of: Stage 2 aspects of location based IMS registration control
	China Mobile
	-
	NEW WI
	Revision of S2-123924
	OPEN


