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Abstract of the contribution: this contribution proposes to add some use cases clarifying the applicability of BusTI
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Use cases

4.1        Small enterprise with single point of access

The PBX is connected via a single point of access, via a xDSL access with a static IP address. Typically around 100 ports are operated at the PBX, but only a very small number of users are connected simultaneously. 

This scenario has the following characteristcs:

A significant number of PBXs of this class are connected in total to the network. 

This class of PBXs has the following characteristics:

-
The dimension of the occurrence in the network will approximate that of a normal UE.
-
The customer has a service profile in the HSS. 

-
The generated traffic per customer is low.

-
The operator has to fulfil regulatory requirements for the customer. 

With the existing solution, the provisioning effort for the user identity in the IBCF is very high.

4.2        Medium enterprise with single point of access

The PBX is connected via a single point of access, via a fibre access with a static IP address. Around 100 to 1000 ports are operated at the PBX. A very large number of PBXs of this class are connected in total to the network.

This class of PBXs has the following characteristics:

-
The customer has a service profile in the HSS. 

-
The generated traffic per customer is relevant.

-
The operator has to fulfil regulatory requirements for the customer. 

With the existing solution, the provisioning effort for the user identity in the IBCF is high.

4.3        Large enterprise with multiple points of contact with the network

The PBX is connected via multiple access points, via ethernet accesses with static IP addresses. More than 1000 ports are operated at the PBX. Only a small number of PBXs of this class are connected in total to the network.

This class of PBXs has the following characteristics:

-
The customer does not have a service profile in the HSS

-
only a few services are executed in the network for this customer (e.g. call diversion in case of error conditions). 

-
The generated traffic per customer is huge.

-
In most cases the operator has to fulfil regulatory requirements for the customer. 

Provisioning effort for the user identity in the IBCF and for routeing tables is tolerable.
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Architecture Requirements
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