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Abstract of the contribution: Proposes to add a new Key Issue in WLAN_NS TR 23.865.
Proposal

It is proposed to add the following to the WLAN_NS TR 23.865:

***************************** Start of changes ******************************
5.x
Key Issue – Use WLAN Access Network Type and Venue Information for network selection 
5.x.1
Description

Currently the ANDSF does not provide any operator policies that make use of venue related information of WLAN access networks. Providing such policies can improve existing WLAN network selection decisions. 

As part of WFA Hotspot 2.0 (Release 1) specifications, a Hotspot 2.0 compliant AP provides the Access Network type information in the Interworking information element. The Interworking information element also includes support for Venue Info. Hotspot 2.0 also support for the Venue Name ANQP IE.

The Access Network Type IE identifies a WLAN network as a private, public, free, personal, emergency, etc. type of network. The Venue information such as venue type and venue name helps to identify the venue where WLAN network may be deployed, e.g. school, hospital, hotel, professional office, etc. In some countries the same SSID is used for public hotspots which are charged and hotel hotspots that are free of charge. This type of information would allow operators and service providers to apply different policies for different types of WLAN networks such as public hotspots, home or enterprise based WLAN networks. It would also result in improved WLAN network selection.New policies for Network Selection, ISMP and ISRP types can be enabled that utilize this information about WLAN networks.
5.x.2
Required Functionality

Define how the 3GPP specifications may use the WLAN Access Network Type and Venue information as described by WFA Hotspot 2.0 specifications to specify WLAN selection policies.
************************* End of changes *************************************
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