Page 1



SA WG2 Meeting #96
(
S2-130838
08 - 12 April 2013, San Diego, California, USA

	CR-Form-v10

	CHANGE REQUEST

	

	(

	23.272
	CR
	0864
	(

rev
	-
	(

Current version:
	11.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction to detach procedure

	
	

	Source to WG:
(

	New Postcom

	Source to TSG:
(

	SA WG2

	
	

	Work item code:
(

	TEI11, SAE
	
	Date: (

	2013-03-29

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	As per the latest TS 23.401, in the UE / MME / SGSN initiated detach and PDN disconnection procedures, the exchange of Notify Request / Response messages between MME/SGSN and HSS has been abandoned. So the relevant sections in TS 23.272 should be updated accordingly.

	
	

	Summary of change:
(

	In step 6 of chapter 5.3.1,modify  “step12 to step 14” to “step 12” and update the Fig.5.3.1-1 accordingly.
In step 4 of chapter 5.3.2, modify “step 11 to step 14” to “step 11 to step 12” and update the Fig.5.3.2-1 accordingly.

	
	

	Consequences if 
(

not approved:
	Inconsistent with the latest TS 23.401.

	
	

	Clauses affected:
(

	5.3.1, 5.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


* * * First Change * * * *

5.3.1
UE-initiated Detach procedure
The UE-initiated Detach procedure for the CS fallback and SMS over SGs in EPS is realized based on the MS-Initiated Detach Procedure specified in TS 23.060 [3].



[image: image2.emf] 

1.   Det ach  Request  

3 a .  IMSI Detach Indication  

4 .  Remove   S Gs  association  

  5.   Detach  A ccept  

UE  

MME   HSS  

MSC/VLR  

2 .   Step 2 to step 10 of the  UE - initiated D e tach  procedure for E - UTRAN         as   specified in  TS 23.401  

6 .  Step 12  of the UE - initiated D e tach  procedure for E - UTRAN         as specified in  TS 23.401  

3b .  EPS Detach Indication  


Figure 5.3.1-1: UE-initiated Detach Procedure

1)
The UE initiates the detach procedure by the transmission of a Detach Request (parameters as specified in TS 23.401 [2], Detach Type) message to the MME. Detach Type indicates which type of detach is to be performed, i.e., IMSI Detach only, EPS Detach only or combined EPS and IMSI Detach.

2)
The UE-initiated Detach procedure for E-UTRAN is continued as specified in TS 23.401 [2].

3a)
If the detach type indicates "IMSI Detach only" or "combined EPS and IMSI Detach", the MME sends an IMSI Detach Indication (IMSI) message to the MSC/VLR.

3b)
If the detach type indicates "EPS Detach only", the MME sends an EPS Detach Indication (IMSI) message to the MSC/VLR.

4)
The MSC/VLR removes the association with the MME.

5)
The MME sends a Detach Accept message to the UE as specified in TS 23.401 [2]. When the UE receives the Detach Accept message and the Detach Type indicated "EPS Detach only" in step 1, the UE disables E-UTRAN, selects an appropriate GERAN or UTRAN cell.

6)
The UE-initiated Detach procedure for E-UTRAN is completed with step 12 as specified in TS 23.401 [2].

If no SGs association exists for the UE steps 3a-4 are not executed.

* * * Next Change * * * *

5.3.2
MME-initiated Detach procedure
The MME-initiated detach procedure for the CS fallback and SMS over SGs in EPS is realized based on the SGSN-Initiated Detach Procedure specified in TS 23.060 [3].
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Figure 5.3.2-1: MME-initiated Detach Procedure

1)
The MME-initiated Detach procedure is performed as specified in TS 23.401 [2].

2a)
If EPS service is not allowed for the UE the MME sends an EPS Detach Indication (IMSI detach from EPS service) message to the MSC/VLR.

2b)
If the UE is required to be IMSI detached, the MME sends an IMSI Detach Indication (IMSI) message to the MSC/VLR.

3)
The MSC/VLR removes the association with the MME.

4)
The MME-initiated Detach procedure is completed with step 11 to step 12 as specified in TS 23.401 [2].

5)
If ISR is activated in SGSN and the UE is EMM combined procedures capable, when SGSN receives Detach Indication message sent from MME with "Detach Type" IE that indicates "Local Detach" or Delete Bearer Request message from SGW for last PDP Context, then the SGSN shall send Detach Request (IMSI Detach) to the UE. The SGSN turns on "EMM Combined UE Waiting Flag". When SGSN may have the capability to use this flag and how the SGSN uses this flag is described in clause 5.5.


If no SGs association exists for the UE steps 2a-3 are not executed.

* * * End of Change * * * *
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