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1. Overall Description:
SA2 has been discussing the capability to enable mobility restriction from both UTRAN and GERAN to E-UTRAN due to one of the following reasons:

1. Lack of E-UTRAN roaming agreement.
2. Lack of EPS subscription data (legacy HSS/HLR has no EPS subscription data).
3. “E-UTRAN not allowed” in the subscription profile.
Specifications have been updated to enable such restriction for PS handover from both GERAN and UTRAN to E-UTRAN for the above scenarios.
While discussing the scenario of CS-to-PS HO (aka rSRVCC), SA2 updated 23.216 to support such restriction from UTRAN to E-UTRAN.

However, for the case of supporting handover/redirection restriction from GERAN to E-UTRAN, SA2 realized that the MSC to RNC interface (A interface) (TS 48.008) does not support an IE that could enable the MSC to inform the RNC about HO restriction to E-UTRAN. 
SA2 would request GERAN2 to update their specifications to support this functionality. Just for reference the Gb interface (TS  48.018) specifies the Service  UTRAN CCO IE that contains the Service E-UTRAN CCO value part which is used to restrict cell change order or PS HO to E-UTRAN.

2. Actions:

To GSMA IREG PACKET group:
ACTION: 
SA2 kindly requests GERAN2 to take the above into consideration and update their specifications to support restricting CS-to-PS handover from GERAN to E-UTRAN based on subscription information.
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