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Abstract of the contribution: This contribution includes requirements for the SPR/UDR.
1. Discussion

This contribution specifies requirements for the RG, fixed BBF device and 3GPP UE WLAN UE QoS profile that may be included in the SPR/UDR.
2. Proposal:

Include the text in the TR
5.3.1.7
Subscription ID

 For the 3GPP UE the Subscription-ID is the IMSI. 

For the RG and   BBF fixed device, the Subscription-ID is defined in BBF TR-134, section 4.1.4.1 as follows:

Parameter: Subscriber ID

Category: User identification

Type: Octet String

Description: Identity of the attached user.  The Subscriber ID is stored permanently in the user profile data base and is stored temporarily in the AAA function connected to the PDP  

NOTE: “and is stored temporarily in the AAA function connected to the PDP” reflects the policy management architecture of TR-134 and has no significance for the PCC based architecture.   

The Subscription-ID used by fixed device at establishment of Subscriber IP session in fixed broadband access network can be the Access Line Identifier (physical and logical circuit ID) or the username, for example  when the Subscriber IP session is a PPP Session.
5.4.4
Sp Reference Point

The Sp reference point is defined in TS 23.203 [4].

Editor's note:
The enhancement of Sp for supporting fixed device for QoS purpose (e.g. subscriber information related to fixed device or line) is FFS.
The Sp reference point lies between the SPR and the PCRF and is defined in TS 23.203, section 5.2.3.1.
The Sp reference point allows the PCRF to request subscription information related to the IP‑CAN transport level policies from the SPR based on a subscriber ID of the RG, fixed BBF device and the 3GPP WLAN UE NSWO. 
5.4.5
Ud Reference Point

The Ud reference point is defined in  23.203, section 5.2.3.2 and provides the same functionality as the Sp described in section 5.4.4 in this specification.
.

5.5.7
SPR


The SPR is a functional entity that stores the subscriber’s QoS profile and is defined in TS 23.203. 
In a converged network the SPR requirements may include:
· The QoS profile for the RG is identified by the Subscription ID assigned to the RG

· The RG QoS profile may include the uplink and down link rate limit assigned to the RG line and  QCI
Individual QoS profile for each 3GPP UE and BBF fixed device identified by the subscription-ID assigned to the devices. 
The individual QoS profile for each 3GPP UE and fixed BBF device may include:

· Allowed QoS, including the Subscribed Guaranteed Bandwidth QoS;
· Indication whether application detection and control can be enabled for the BBF fixed device and 3GPP  UE.
Editor's note: Whether additional information may be provided by SPR for supporting convergent scenario is FFS.
 5.5.8 
UDR


The UDR is a functional entity that acts as a single logical repository storing user data and is defined in 23.203.
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