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1.
Introduction


This document proposes the references to be included section 2 and the additional abbreviations to be included in section 3 of TS23.207.  It also proposed to delete some of the abbreviations that are not relevant to TS23.207.

2.
Proposal

2.1
To be included to section 2 References

[1]
3GPP TS 22.288: “Service requirements for the IP Multimedia – stage 1”

[2]
3GPP TS 23.002: “Network Architecture”

[3]
3GPP TS 23.107: “QoS Concept and Architecture”

[4]
3GPP TS 23.228: “IP Multimedia (IM) Subsystem – stage 2”

[5]
RFC 2475: An Architecture for Differentiated Services (Diffserv)

[6]
RFC 2753: A Framework for Policy-based Admission Control 

[7]
RFC 2748: Common Open Policy Service protocol (COPS)

[8]
RFC 2205: Resource ReSerVation Protocol (RSVP)

[9]
RFC 2210: The use of RSVP with IETF integrated Services

[10] 
RFC 1633: Integrated Services in the Internet Architecture: an Overview

[11]
RFC 2543: Session Initiation Protocol

[12]
RFC 2327: Session Description Protocol

2.2 To be included to section 3 Abbreviations

APN

Access Point Name

COPS

Common Open Policy Service protocol

DSCP

Diffserv Code Point

GERAN
GSM/EDGE Radio Access Network

GGSN

Gateway GPRS Support Node

HTTP

Hypertext Transfer Protocol

IMS

IP Multimedia Subsystem

LAN

Local Access Network

LDP

Label Distribution Protocol

MPLS

Multiprotocol Label Switching Architecture

PCF

Policy Control Function

PEP

Policy Enforcement Point

RNC

Radio Network Controller

SDP

Session Description Protocol

SIP

Session Initiation Protocol

SNMP

Simple Network Management Protocol

TFT

Traffic Flow Template

2.3 Duplicate Abbreviation

According to TS23.207v1.3.0, in Page 8, section 5.1 LDP was used.   In page 26, section B.1 LDP (local decision Point) was used.  These duplicate LDPs need to be clarified. 

2.4 Delete the following abbreviation

BER
Bit Error Rate

CC
Call Control

CRC
Cyclic Redundancy Check

CS
Circuit Switch

DTX
Discontinuous Transmission

FDD
Frequency Division Duplex

FER
Frame Erasure Ratio

FTP
File Transfer Protocol

ISDN
Integrated Services Digital Network

MPEG
Moving Pictures Expert Group

MTC
Mobile Terminated Call

NS
Network Service

PDU
Protocol Data Unit

RA
Routing Area

RLC
Radio Link Control

RT
Real Time

SAP
Service Access Point

SDU
Service Data Unit

SLA
Service Level Agreement

SMS
Short Message Service

SVC
Switched Virtual Circuit

TBC
Token Bucket Counter

TDD
Time Division Duplex

3.
Conclusion

It is recommended the section 2 proposal be agreed and the propose changes to be included to the next revision of 23.207.

