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==============First change==============
[bookmark: _Toc22546699][bookmark: _Toc26879925][bookmark: _Toc45035719][bookmark: _Toc137651441]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
CHF	Charging Function
PFCP	Packet Forwarding Control Protocol
SCAS	Security Assurance Specification
SMF	Session Management Function
TEID	Tunnel Endpoint Identifier
UDM	Unified Data Management Function
UPF	User Plane Function

==============Next change==============
[bookmark: _Toc35348464][bookmark: _Toc114146588][bookmark: _Toc137651480]4.4.4	Robustness and fuzz testing 
The test cases under clause 4.4.4 of TS 33.117 [2] are applicable to SMF.

The interfaces defined for the SMF are defined in clause 4.2.3 of TS 23.501 [1].

According to clause 4.4.4 of TS 33.117 [2], the transport protocols available on the interfaces providing IP-based protocols need to be robustness tested. Following TCP/IP layer model and considering all the protocols over transport layer, for SMF, the following interfaces and protocols are in the scope of the testing:

-	For Nsmf: The TCP, HTTP2 protocols and the format of JSON protocols.
-	For N4: The UDP and PFCP protocols.

NOTE:	There could be other interfaces and/or protocols requiring testing under clause 4.4.4 of TS 33.117 [2]

==============End of change==============

