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1
Decision/action requested

This contribution proposes to conclude on <UE connects to EPC via eUTRA>.
2
References

[1]
3GPP TR 33.853 "Integrity protection of the User Plane".
3
Rationale

This contribution proposes a conclusion on UE connects to EPC via eUTRA. 
4
Detailed proposal

It is proposed to update the conclusion in the study in [1].
**** START OF CHANGES ****
7.2
Conclusions on UE connects to EPC via eUTRA


It is concluded that the user plane integrity protection at PDCP layer in TS 33.401 is adopted as the basis for normative work for the following network options:

- 
Option 1 - eUTRA with EPC

-
Option 3 - EPC based Dual Connectivity of eUTRA and NR RAT
For Key Issue #1 (UP integrity activation in EPS) and Key Issue #2 (Secure negotiation of integrity protection support in EPS), the following conclusions have been made:
· Support of UP IP shall be provided at PDCP layer in the UE and the eNB.
· Whether this is NR PDCP or LTE PDCP or both is FFS.
· Editor’s Note: SA3 will involve RAN2 and RAN3 in the decision regarding which PDCP type to use in order to support UP IP 
· A solution with a local RAN policy configuration for UP IP, to be used when connected to a legacy core network, shall be supported.
·  The solution with local RAN policy configuration for UP IP, shall be enhanced with the option of a Core Network/RAN solution for UP IP policy handling. 
· Editor’s Note: SA3 will involve SA2 and RAN3 in the development of the Core Network/RAN solution for UP IP policy handling, by taking feedback into consideration.
Editor’s note: Further conclusions are FFS.

**** END OF CHANGES ****
