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******************* Start of Change 1 (All texts below are new) ****************
[bookmark: _Toc58340993][bookmark: _Toc26877702][bookmark: _Toc21335332]4.2.2.X	Protection against malformed GTP-U messages 
Requirement Name: Protection against malformed GTP-U messages
Requirement Reference: TS 33.501[X], clause 5.9.3.4
Requirement Description:
" The IPUPS shall discard malformed GTP-U messages. " 
as specified in TS 33.501[X], clause 5.9.3.4.
Threat Reference: TR 33.926 [7], Clause L.2.X 
TEST CASE: 
NOTE Z:	This test case is only applicable to UPF supporting IPUPS.
Test Name: TC_IPUPS_MALFORED_MESSAGES
Purpose:
Verify that malformed messages are discarded by UPF.
Pre-Conditions:
The pre-conditions in clause 4.4.4 of TS 33.117 apply, except that fuzzing tools supporting GTP-U protocol is available. 
Execution Steps:
The execution steps follow those in clause 4.4.4 of TS 33.117 [3], except that the protocol the fuzzing tool is executed against is GTP-U and the interface is N9 . 
Expected Results:
The expected results in clause 4.4.4 of TS 33.117 [3] apply except that the protocol and the interface contained in the testing documentation are GTP-U and N9 respectively.
Expected format of evidence:
The expected format of evidence in clause 4.4.4 of TS 33.117 [3] apply.

************************ End of Change 1 ************************



