	
[bookmark: _GoBack]3GPP TSG-SA3 Meeting #104-e- Ad-hoc 	S3-213417
e-meeting, 27 – 30 September 2021										              Revision of S3-20xxxx

Source:	Huawei, HiSilicon
Title:	Update on Conclusion for UDM service for User Consent Service
Document for:	Approval
Agenda Item:	5.5
1	Decision/action requested
[bookmark: OLE_LINK52]This contribution proposes to address ENs in clause 8.5.1 in TR 33.867.
2	References
[1]	3GPP TS 23.288		“Architecture enhancements for 5G System (5GS) to support network data analytics services”
3	Rationale
There are 3 editor’s notes in the conclusion for UDM service for User Consent Service:
“Editor’s Note: How the UDM decides whether the service consumer is allowed to request user consent information is FFS.”
“Editor’s Note: service consumer needs further clarification.”
“Editor’s Note: user consent parameters are FFS.”
For the 1st EN, as depicted in 13.3 in TS 33.501, static authorization or token based authorization can address the authorization issue based on local policy.
For the 2nd EN, the service consumer means the consumer who invoke user consent check service. Thus, it is proposed to add “the UDM” behind the “service consumer”.
For the 3rd EN, according to 23.288 [1], all of the network analytics services has its specific service operation name and collected data. For example, for UE mobility analytics as depicted in clause 6.7.2, the service operation name will be “Nnwdaf_AnalyticsSubscription_Subscribe” and the input of the service will be “analytics ID = UE mobility analytics”, the collected data will be fixed as depicted in clause 6.7.2.2. So, the service operation name and collected data can be convented to purpose, i.e. UE mobility analytics, and the collected data will be in clause 6.7.2.2. So, it is proposed to use service operation name and optionally inputs to define purpose of data processes in subscription data.
4	Detailed proposal
*************** Start of 1st Change ****************
[bookmark: _Toc80693987][bookmark: _Toc80694120][bookmark: _Toc75276901][bookmark: _Toc51167970][bookmark: _Toc45274713][bookmark: _Toc45274126][bookmark: _Toc45028461][bookmark: _Toc35533119][bookmark: _Toc35528358][bookmark: _Toc26875608][bookmark: _Toc19634552]8.5.1	UDM Service for User Consent Check
The following aspects are concluded for normative work:
· [bookmark: OLE_LINK42][bookmark: OLE_LINK5][bookmark: OLE_LINK2]UDM service is used to retrieve user consent parameters for NF to check of user consent. This service is used for the UDM service consumer to obtain user consent parameters if user consent parameters are not available on the service consumer.
· User consent parameters are stored in UDM as subscription data.
· User consent parameters include end-user ID (i.e. SUPI), purpose of data processes, processor ID and user consent results (i.e. granted or not granted).
· The existing mechanism as depicted in 13.3 in TS 33.501 can be reused for authorization of subscribing the service on the UDM.
Editor’s Note: How the UDM decides whether the service consumer is allowed to request user consent information is FFS.
Editor’s Note: service consumer needs further clarification.
Editor’s Note: user consent parameters are FFS.
*************** End of 1st Change ****************
