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1
Decision/action requested

This contribution proposes to add some conclusion for the key issue #1.
2
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3
Rationale

This contribution proposes to add some conclusion for the key issue #1.

In pre-teleconference call, Samsung provide four isolation case in S3-21xyzb:

1. Isolation Case 1: No context transfer

No context is transferred from iAMF to tAMF.

2. Isolation Case 2: Redirection of the UE request message (w/o security context transfer) 
The whole UE request is redirected from iAMF to tAMF via RAN, but the security context is not transferred.
3. Isolation Case 3: Redirection of the UE request message (with protected security context transfer)


The whole UE request is redirected from iAMF to tAMF via RAN. The security context is also transferred from iAMF to tAMF, in a protected form.

4. Isolation Case 4: Redirection of the UE request message (with unprotected SC transfer)

The whole UE request is redirected from iAMF to tAMF via RAN. The security context is also transferred from iAMF to tAMF, in an unprotected form.

Case 1 provides the strictest isolation.
4
Detailed proposal

**** 1st CHANGE ****

7
Conclusions


Different solution for different isolation cases need to be considered.

For the strictest isolation case (No context is transferred from iAMF to tAMF), solution #5, #8, #11 are recommend as the baseline for the normative work.
**** END OF CHANGES ****

