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1
Decision/action requested

This contribution proposes text for the location security in UAS TS
2
References

None
3
Rationale

This contribution provides text on location security for the UAS TS. 
4
Detailed proposal

It is proposed that SA3 approved the below pCR for inclusion in the TS 33.256.
**** START OF CHANGES ****
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[aa]
3GPP TS 33.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
**** NEXT CHANGE ****

5.X 
UAV Tracking
5.X.1
General
There are three UAV tracking modes as follows (see TS 23.256 [aa] for more details):

-
UAV location reporting mode;

-
UAV presence monitoring mode; and

-
Unknown UAV tracking mode.

The first two relate to obtaining location information about a particular UE while the latter one is about obtaining information about all the UEs in a particular geographic region. 
For the first two mode before proceeding with the request for information about the particular UE, the UAS NF shall ensure that the requesting USS is the one that authorised the UE. 

For the latter mode, a USS is authorised to receive the CAA level ID of all UAVs in a geographic area indicated by the USS. In addition, if the USS performed the UUAA of the UAV, or the UAS NF is configured to know the USS is authorized to receive such information, then the 3GPP UAV ID of such UAVs is also included.
**** END OF CHANGES ****

