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1
Decision/action requested

This contribution proposes to add terms and abbreviations to TR 33.740.
2
References

[1]
3GPP TS 33.740 "Study on security aspects of Proximity Based Services (ProSe) in 5G System (5GS) phase 2".

3
Rationale

This contribution proposes to add terms and abbreviations to TR 33.740. 
4
Detailed proposal

**** 1st CHANGE ****

3.1
Terms

For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].




5G ProSe U2U UE: A 5G ProSe-enabled UE that discovers or is discovered by a 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay; or a 5G ProSe-enabled UE that communicates with other 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay.
5G ProSe UE-to-UE Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity between 5G ProSe U2U UEs.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].



5G DDNMF
5G Direct Discovery Name Management Function
RSC


Relay Service Code
PAKE


Password-based key establishment
**** END OF CHANGES ****

