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1	Decision/action requested
Approve the new KI proposal to eNS3 TR33.886
2	References
[1]	
3	Rationale
The contribution proposes updates to the KI#2 with additional text in security threats and requirements
4	Detailed proposal
pCR
***  BEGINNING OF 1st CHANGES  ***
[bookmark: scope][bookmark: _Toc107826369][bookmark: _Toc513475447][bookmark: _Toc48930863][bookmark: _Toc49376112][bookmark: _Toc56501565][bookmark: _Toc63690071]4.2	Key Issue #2: temporary slice authorization and slice service area authorization
[bookmark: _Toc107826370]4.2.1	Key issue details
Temporary slices are being studied in TR23.700-41 [3]. The objective is to support gracefully terminate a network slice and avoid abrupt PDU Session release. 
Temporary slices are expected to be made known to UE during configuration or other network slicing procedures impacting Configured NSSAI or Allowed NSSAI. 
This Key Issue will study security aspects to support temporary slices. 
Another sub-issue is slice service area authorization. The current granularity in terms service area authorization is Registration Area (RA), which covers multiple Tracking Areas (TA). The key issue needs also to investigate any impacts to security procedures enabling a different service area than per TA. 
[bookmark: _Toc107826371]4.2.2	Security threats
A UE may get access to the network resources even when a network slice is terminated or the UE may not get access to the network slices if lifetime information is not conveyed to UE properly or not aligned amongst UE, PLMN and DN. 
If a slice is supported in all but one of TAs within a RA, a UE will not be authorized to access the slice and will be denied for services in the whole RA.  
[bookmark: _Toc107826372]4.2.3	Potential security requirements
The 5G system shall secure procedures with respect to temporary slices. 
The 5G system should provide security procedures in support of UE authorization to a slice when supported in a TA.  
	***	END OF 1st CHANGES	***
