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Decision/action requested

Approve the changes in clause 4 for inclusion in HNTRA normative work
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Rationale

UPU procedure is aligned to include HNTRA procedure
4
Detailed proposal

**** START OF CHANGE ****
6.15.2.2
UE Parameters Update Counter 
The AUSF and the UE shall associate a 16-bit counter, CounterUPU, with the key KAUSF. 
The UE shall initialize the CounterUPU to 0x00 0x00 when the newly derived KAUSF is stored (see clause 6.2.2.2). The UE shall store the UPU counter . If the USIM supports both 5G parameters storage and 5G parameters extended storage, then CounterUPU shall be stored in the USIM. Otherwise, CounterUPU shall be stored in the non-volatile memory of the ME.
To generate the UPU-MAC-IAUSF, the AUSF shall use the CounterUPU. The CounterUPU shall be incremented by the AUSF for every new computation of the UPU-MAC-IAUSF. The CounterUPU is used as freshness input into UPU-MAC-IAUSF and UPU-MAC-IUE derivations as described in the Annex A.19 and Annex A.20 respectively, to mitigate the replay attack. The AUSF shall send the value of the CounterUPU (used to generate the UPU-MAC-IAUSF) along with the UPU-MAC-IAUSF to the UE. The UE shall only accept CounterUPU value that is greater than stored CounterUPU value. The UE shall update the stored CounterUPU with the received CounterUPU, only if the verification of the received UPU-MAC-IAUSF is successful. The UE shall use the CounterUPU received from the UDM, when deriving the UPU-MAC-IUE for the UE Parameters Upadate Data acknowledgement.
The AUSF and the UE shall maintain the CounterUPU for lifetime of the KAUSF.
The AUSF that supports the UE parameters update using control plane procedure shall initialize the CounterUPU to 0x00 0x01 when the newly derived KAUSF is stored (see clause 6.2.2.1). The AUSF shall set the CounterUPU to 0x00 0x02 after the first calculated UPU-MAC-IAUSF, and monotonically increment it for each additional calculated UPU-MAC-IAUSF. The UPU Counter value of 0x00 0x00 shall not be used to calculate the UPU-MAC-IAUSF and UPU-MAC-IUE. 
The AUSF shall suspend the UE Parameters Update protection service for the UE, if the CounterUPU associated with the KAUSF of the UE, is about to wrap around. Alternatively, the AUSF may detect that the CounterUPU will reach its maximum value at the next UE Parameters Update protection service trigger. Therefore, AUSF shall provide an indication of "counterUPU reaching max value" to UDM along with the successful result of the Nausf_UPUProtection procedure. This alerts the UDM that the current UE Parameters Update procedure is fine, but the next follow-up UE Parameters Update procedure update will cause a counter's wraparound failure. The UDM shall store the received indication and complete the current UE Parameters Update procedure defined in section 6.15.2.1. After completing the current UPU procedure, the UDM shall invoke the reauthentication procedure as defined in 6.1X.2. This avoids the impact on the current/pending UE Parameters Update protection procedure.
When a fresh KAUSF is generated for the UE, the CounterUPU at the AUSF is reset to 0x00 0x01 as defined above and the AUSF shall resume theUE Parameters Update protection service for the UE.
**** END OF CHANGE ****
