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1	Decision/action requested
It is proposed to approve the change described in this document.
2	References
N/A
3	Rationale
[bookmark: _Hlk99111327]To authorize an application server or a 5GC NF for Ranging/SL Positioning service exposure, the MT-LR procedure is taken as the baseline. The privacy profile is also revised accordingly. 
4	Detailed proposal
*** 1st CHANGE ***
[bookmark: _Toc19634549][bookmark: _Toc26875605][bookmark: _Toc35528355][bookmark: _Toc35533116][bookmark: _Toc45028458][bookmark: _Toc45274123][bookmark: _Toc45274710][bookmark: _Toc51167967][bookmark: _Toc92816062]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[xx]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2"
*** END OF 1st CHANGE***
*** 2nd CHANGE ***

[bookmark: _Toc131515750]6.3	Authorization for Ranging/SL positioning service
Editor's Note: This sub-clause introduces the security requirements and procedures for authorizing the elements (including the UE, application server, network functions) involved in Ranging/SL positioning services. The list of contents to be included in the normative text is not closed yet, so the current outline can be extended with further sub-clauses. 
Editor's Note: This sub-clause may be subject to adjustment of the document structure pending on procedure discussion. 
To authorize an application server or a 5GC NF for Ranging/SL Positioning service exposure, the MT-LR procedure specified in TS 23.273 [xx] is taken as the baseline. The authorization shall be performed towards both target UE and reference UE. 
The GMLC interacts with the UDM to check the UE privacy profile. The subscription options for the UE privacy profile and comprise one of the following alternatives:
-	Ranging/SL positioning allowed without notifying the UE user (default case);
-	Ranging/SL positioning allowed with notification to the UE user;
-	Ranging/SL positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;
-	Ranging/SL positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.
Afterwards, GMLC interacts with the AMF for UE privacy verification with an indication of a privacy related action. If the indicator of privacy check related action indicates that the UE must either be notified or notified with privacy verification, a notification invoke message is sent to the UE if the signalling connection established. However, if signalling connection establishment fails, UE may be notified or notified with privacy verification by the other UE via ranging layer before ranging measurement.
*** END OF 1st CHANGE***

	
	
	



