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1	Decision/action requested
Approve the changes in clause 4 for inclusion in the living CR of HONTRA.
2	References
[1]	S3-231926	SA3#110Ad-Hoc-e, Living CR of the HONTRA procedure
3	Rationale
Propose to add the interworking case to HONTRA in the interworking clause.
4	Detailed proposal
************ START OF 1st CHANGES ************
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As described in TS 23.501 [2], in order to interwork with EPC, the UE can operate in Single Registration or Dual Registration mode. 
When operating in Dual Registration mode, the UE shall independently maintain and use two different security contexts, an EPS security context to interact with the Evolved Packet System and a 5G security context to interact with the 5G System. Therefore, during inter-system mobility, when the target system is EPS, the UE shall take into use the EPS security context and hence all the security mechanisms described in TS 33.401 [10] are applicable. In the other direction, i.e. when the target system is the 5GC, the UE shall take into use the 5G security context and hence all the security mechanisms described in the present document are applicable.
When operating in Single Registration mode, there are two cases depending on the support of the N26 interface between the AMF and the MME. In both cases the security mechanisms described in all the subsequent sub-clauses are applicable.
Upon registration during mobility from EPS to 5GS, the UDM may decide to trigger the procedure defined in clause 6.1.X based on the local operator authentication policy.  
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