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Attachments:
1	Overall description
SA3 thanks CT1 for the LS on Handling of access tokens provided by ECS to the EEC for accessing EES(s). SA3 would like to reply to the following questions:
Question 1: Does SA3 note that the access token handling diverts from the way defined for 5GC and CAPIF? CT1 would also like to understand the reasons behind this.
	Answer: The access token handling in eEDGE is indeed slightly different from the way defined for 5GC and CAPIF. The service consumer obtains the service using different models (i.e., request-response model for the 5GC and CAPIF, and service provision model for eEDGE). However, both service consumers will request tokens from the token provider (i.e., ECS, NRF, CCF), and request services based on the obtained token.

Question 2: How are the needed scopes determined by the ECS to be provided to an EEC? 
	Answer: In 23.558, there is no expected service in the provisioning request. The ECS grants access tokens based on the EES profile information and the provided EEC information (e.g., requested tokens). The ECS shall reduce as much as possible the granted access tokens for an EEC to only the access tokens that are needed for the EEC.

Question 3: Note that a particular EEC may need to access only a single EES API or only interact with a single EES, so is there any requirement to grant access tokens for the other APIs of an EES or for the other EESs?
	Answer: No. See Answer2.

Question 4: Considering that present TS 33.558 indicates that this information is sent in the service response back to the EEC; what does it happen if the ECS cannot grant tokens for a particular EEC? Does the entire service provisioning request fail? How is this signalled to the EEC?
	Answer: According to the TS 33.558, the ECS can generate the token according to the EES profile. If the ECS decides not to grant any tokens or a subset of the needed tokens for the EEC, the ECS shall indicate the list of EESs for which access tokens are needed but are not granted by the ECS, and optionally a failure reason.
 

2	Actions
To CT1:
ACTION: SA3 kindly asks CT1 to take the answer above into account.

3	Dates of next TSG SA WG 3 meetings
SA3#113	06 - 10 November 2023US      Chicago
SA3#114	22 - 26 January 2024 TBD


