

	
3GPP TSG-SA3 Meeting #112	S3-233881
Gothenburg, Sweden, 14 - 18 August 2023

Source:	Qualcomm Incorporated
Title:	Adding a description for privacy of identities during layer-2 U2U relay reselection
Document for:	Approval
Agenda Item:	4.25
1	Decision/action requested
This pCR proposes to add a description for privacy of identities during layer-2 U2U relay reselection. 
2	References
[1]	TR 33.740 v0.7.0
[2]	S3-232007 ProSe Phase 2 draft CR
3	Rationale
This pCR proposes to add a description for privacy of identities during layer-2 U2U relay reselection. In addition, minor changes were made to use the defined term.
4	Detailed proposal
SA3 is kindly requested to approve the below pCR for inclusion in the draft CR in [2].
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************ START OF 1st CHANGE*******
6.6.4	Security for 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay
The security procedure in clause 6.6.3 is used to establish a secure PC5 signalling between the 5G ProSe End UE and the 5G ProSe Layer-2 UE-to-UE Relay.
The security procedure in clause 6.2 is used to establish End-to-End security link between the 5G ProSe End UEs via the 5G ProSe Layer-2 UE-to-UE Relay.
During 5G ProSe Layer-2 UE-to-UE Relay reselection, when the 5G ProSe End UEs establish a secure connection via a new 5G ProSe UE-to-UE Relay using the same KNRP, the initiating End UE shall not include the KNRP ID in the Direct Communication Request message.
************ END OF 1st CHANGE*******

