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[bookmark: _Toc11239260]********** START OF 1st CHANGE **********
[bookmark: _Toc137558726][bookmark: _Toc51167969][bookmark: _Toc45274712][bookmark: _Toc45274125][bookmark: _Toc45028460][bookmark: _Toc35533118][bookmark: _Toc35528357][bookmark: _Toc26875607][bookmark: _Toc19634551]3.1	Definitions
[bookmark: OLE_LINK8][bookmark: OLE_LINK7][bookmark: OLE_LINK6]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
5G security context: The state that is established locally at the UE and a serving network domain and represented by the "5G security context data" stored at the UE and a serving network.
NOTE 1:	The "5G security context data" consists of the 5G NAS security context, and the 5G AS security context for 3GPP access and/or the 5G AS security context for non-3GPP access.
NOTE 2:	A 5G security context has type "mapped", "full native" or "partial native". Its state can either be "current" or "non-current". A context can be of one type only and be in one state at a time. The state of a particular context type can change over time. A partial native context can be transformed into a full native. No other type transformations are possible. 
5G AS security context for 3GPP access: The cryptographic keys at AS level with their identifiers, the Next Hop parameter (NH), the Next Hop Chaining Counter parameter (NCC) used for next hop access key derivation, the identifiers of the selected AS level cryptographic algorithms, the UE security capabilities, and the UP Security Policy at the network side, UP security activation status and the counters used for replay protection. 
NOTE 3:	NH and NCC need to be stored also at the AMF during connected mode.
NOTE 4:	UP security activation status is sent from gNB/ng-eNB in step 1b in clause 6.6.2 corresponding to the active PDU session(s).
5G AS security context for non-3GPP access: The key KN3IWF, the cryptographic keys, cryptographic algorithms and tunnel security association parameters used at IPsec layer for the protection of IPsec SA.
5G AS Secondary Cell security context: The cryptographic keys at AS level for secondary cell with their identifiers, the identifier of the selected AS level cryptographic algorithms for secondary cell, the UP Security Policy at the network side, and counters used for replay protection.
[bookmark: _Hlk525228083]5G Home Environment Authentication Vector: authentication data consisting of RAND, AUTN, XRES*, and KAUSF for the purpose of authenticating the UE using 5G AKA. 
NOTE 3a: This vector is received by the AUSF from the UDM/ARPF in the Nudm_UEAuthentication_Get Response.
********** END OF 1st CHANGE **********
********** START OF 2nd CHANGE **********
[bookmark: _Toc137558806][bookmark: _Toc51168047][bookmark: _Toc45274790][bookmark: _Toc45274203][bookmark: _Toc45028538][bookmark: _Toc35533195][bookmark: _Toc35528434][bookmark: _Toc26875683][bookmark: _Toc19634623]6.1.3.2.0	5G AKA
5G AKA enhances EPS AKA [10] by providing the home network with proof of successful authentication of the UE from the visited network. The proof is sent by the visited network in an Authentication Confirmation message. 
The selection of using 5G AKA is described in sub-clause 6.1.2 of the present document. 
NOTE 1:	5G AKA does not support requesting multiple 5G AVs, neither the SEAF pre-fetching 5G AVs from the home network for future use.



Figure 6.1.3.2-1: Authentication procedure for 5G AKA
The authentication procedure for 5G AKA works as follows, cf. also Figure 6.1.3.2-1:
1.	For each Nudm_AuthenticateUEAuthentication_Get Request, the UDM/ARPF shall create a 5G HE AV. The UDM/ARPF does this by generating an AV with the Authentication Management Field (AMF) separation bit set to "1" as defined in TS 33.102 [9]. The UDM/ARPF shall then derive KAUSF (as per Annex A.2) and calculate XRES* (as per Annex A.4). Finally, the UDM/ARPF shall create a 5G HE AV from RAND, AUTN, XRES*, and KAUSF
********** END OF 2nd CHANGE **********
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