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1
Decision/action requested

SA3 is kindly asked to approve the proposed requirement for UE Authorization during communication in TS 33.533.
2
References

[1]
TS 33.533 v0.1.0

Security aspects of ranging based services and sidelink positioning
3
Rationale

Authorization of UE is required in different procedures throughout a Ranging/SL positioning service. In particular for the communication modes of broadcast and groupcast where no preceeding discovery procedure covering UE authorization operation is performed, the UE needs to be authorized in a specific procedure before performing broadcast/groupcast. The general part of TS 33.533 [1] clause 6.3 also states that the authorization requirements and procedures wherever authorization is required for Ranging/SL positioning services are all defined in that clause. 
Therefore, this pCR proposes to add in TS 33.533 [1] clause 6.3 a new requirement for UE authorization during Ranging/SL positioning communication, while the authorization details are described in the corresponding security procedures for communication in unicast and broadcast/groupcast modes respectively by referring to the corresponding clauses.
4
Detailed proposal

*************** Start of the 1st Change ****************

6.3.2
Authorization requirements

The 5G system shall support the authorization of the role of the UE (e.g. as a Target UE/SL Reference UE/SL Positioning Server UE/Located UE) in a Ranging/Sidelink Positioning service.

The 5G system shall support authorization of the UE for Ranging/SL positioning communication in unicast mode, broadcast/groupcast mode.
The 5G system shall support authorization of the AF/5GC NF/SL Positioning Client UE for Ranging/SL Positioning service exposure.
Editor’s Note: The authorization requirement on SL Positioning Client UE is to be aligned with the specification in SA2.
The 5G system shall support privacy protection of the to-be-measured UEs for Ranging/SL Positioning service exposure.
*************** Start of the 2nd Change ****************

6.3.x
Procedures of UE authorization for Ranging/SL positioning communication
The details of UE authorization for Ranging/SL positioning communication in unicast mode are specified in clauses 6.4.3.

The details of UE authorization for Ranging/SL positioning communication in broadcast/groupcast mode are specified in clauses 6.4.x.
*************** End of the Changes ****************

