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	Reason for change:
	When Kaf is refreshed by Ua* protocol, the new Kaf after refresh may no longer be accessible by lawful intercept subsystem since the Kaf refresh is between the UE and AF and is not visible to the 5G core. 


	
	

	Summary of change:
	Add a NOTE in 6.4.3 to clarify the limitation of Kaf by Ua*.
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################### start the 1st change ##################
[bookmark: _Toc51245750][bookmark: _Toc137736312]6.4.3	KAF refresh
There is no support for an explicit KAF refresh procedure in this document. If a primary authentication does not take place, the KAUSF, KAKMA and KAF remain unchanged since the latest primary authentication.
The KAF may be refreshed by the KAKMA refresh defined in clause 6.4.4.
Ua* protocol may support refresh of derived session keys from KAF. If the Ua* protocol supports the refresh of derived session keys from KAF, the AF may refresh the KAF at any time using the Ua* protocol.
NOTE:	How a fresh key is derived for AKMA is up to Ua* protocol implementation.
NOTEx:	A KAF refreshed using the Ua* protocol is only known by UE and AF. After the refresh, the new KAF is no longer accessible by lawful intercept sub-system in 5G if the AF is in the external data network even though 5GS provided the initial AKMA service and initial KAF to the AF and UE.  
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