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1
Decision/action requested

SA3 is kindly asked to approve the proposed procedure of UE role authorization in TS 33.533.
2
References

[1]
TR 33.893 v1.0.0

Study on Security Aspects of Ranging Based Services and Sidelink Positioning

[2]
TS 33.533 v0.1.0

Security aspects of ranging based services and sidelink positioning
3
Rationale

Based on the conclusions for Key Issue #3 in TR 33.893 [1], the role of the UE (e.g. as a Target UE/Reference UE/Located UE/SL Positioning Server UE) in a Ranging/Sidelink Positioning service needs to be authorized as follows: 
-
When the UE role is claimed towards the network, the authorization of UE role is performed through the interaction with the UDM (via e.g. DDNMF/PKMF/PCF or GMLC) by checking the subscription information on the allowed role(s) of the UE as defined in clause 5.8 of TS 23.586 [11]. Only when the role of the UE is successfully authorized, the subsequent procedure (e.g. generating and provisioning discovery security materials to the UE, Ranging/SL positioning procedure) can proceed.

-
When the UE role is claimed towards the peer UE, the authorization of UE role is performed by the peer UE via checking the locally pre-configured authorization/privacy verification information, which is provisioned either from the application or from the network.
In TS 33.533 [2] clause 6.3.2, UE role authorization is already captured as a requirement as follows:

The 5G system shall support the authorization of the role of the UE (e.g. as a Target UE/SL Reference UE/SL Positioning Server UE/Located UE) in a Ranging/Sidelink Positioning service.

This pCR proposes to add in TS 33.533 [2] the related procedure description of UE role authorization for both ProSe capable UEs and V2X capable UEs.
4
Detailed proposal

*************** Start of the Change ****************

6.3.x
Procedures of UE role authorization during discovery
According to TS 23.586 [2] clause 5.2, the role of the UE is included in discovery messages for 5G ProSe capable UEs and included in unicast link establishment messages for V2X capable UEs.

For ProSe capable UEs, before claiming its role to the peer UE(s) in the discovery message, the role of the claiming UE shall be authorized by the network. The UE role authorization shall be performed via the SLPKMF through Discovery Key Request/Response messages during the security procedure for Ranging/SL positioning discovery as defined in clause 6.2.3. The authorization information used to check whether the UE is allowed to act the claimed role in a Ranging/SL positioning service is included in UE subscription data as specified in clause 5.8 of TS 23.586 [2]. The SLPKMF shall retrieve subscription information from the UDM for authorizing the role claimed by the UE. Only after successful authorization of the UE’s role, the SLPKMF shall then generate and provision discovery security materials to the UE, which indicates the successful authorization of the UE role. 

If the UE claims its role to the peer UE(s) in DCR and DCA messages, the UE role authorization may be performed by the peer UE against its locally configured information, which can be provisioned by the application. If the UE role is not acceptable, the peer UE shall reject the request directly.
*************** End of the Change ****************

