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1
Decision/action requested

Approve the new clause about selection of U2UE relay in the living document: draftCR to TS 33.503
2
References

N/A
3
Rationale

This contribution proposes to specify the selection of U2UE based on the security capacity of the Relay. Because the relay that already serves a number of 5G ProSe End UEs will not be sufficient for protection of the other UEs.
4
Detailed proposal
**** Start of Changes****

6.1.3.3.3.2
Security procedure for 5G ProSe UE-to-UE Relay Discovery with Model B
The security procedure for 5G ProSe UE-to-UE Discovery with Model B is shown in Figure 6.1.3.3.3.2-1.
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Figure 6.1.3.3.3.2-1: Security procedure for 5G ProSe UE-to-UE Relay Discovery with Model B
0.
The discoverer 5G ProSe End UE and discoveree 5G ProSe End UE are provisioned with the discovery security materials associated with a ProSe service based on the procedure defined in clause 6.1.3.2.2.2. 
The discoverer 5G ProSe End UE, discoveree 5G ProSe End UE and 5G ProSe UE-to-UE Relay are provisioned with the discovery security materials associated with a RSC based on the procedures defined for UE-to-Network relay in clause 6.3.
Editor’s Note: How to provision the discovery security materials associated with a Prose service is FFS.
Editor’s Note: Details on how the direct discovery set and discovery messages are protected is FFS. 
1a.
The 5G ProSe UE-to-UE Relay may additionally announce its security capacity, such as the supported data rate of integrity protection. The discoverer 5G ProSe End UE may select the 5G ProSe UE-to-UE Relay only if the announced security capacity meets the requirement of the following services.
1b.
The discoverer 5G ProSe End UE shall protect a direct discovery set and User Info ID of the 5G ProSe UE-to-UE Relay.using the discovery security materials associated with the ProSe service as specified in clause 6.1.3.2.3. The direct discovery set shall include User Info ID of the discoverer 5G ProSe End UE and User Info ID of the discoveree 5G ProSe End UE. Then, the discoverer 5G ProSe End UE shall include the protected direct discovery set in the Solicitation message and protect the Solicitation message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3. The solicitation message is sent to the 5G ProSe UE-to-UE Relay.

2.
On receiving the 5G ProSe UE-to-UE Relay Discovery Solicitation message from the discoverer 5G ProSe End UE, the 5G ProSe UE-to-UE Relay shall decrypt and/or verify the received UE-to-UE Relay Discovery Solicitation message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3. 
If the verification is successful, the 5G ProSe UE-to-UE Relay shall modify the UE-to-UE Relay Discovery Solicitation message to include User Info ID of the 5G ProSe UE-to-UE Relay.

The 5G ProSe UE-to-UE Relay Discovery Solicitation message is protected using the security materials associated with the RSC as specified in clause 6.1.3.2.3. 

Then, 5G ProSe UE-to-UE Relay sends the message to the discoveree 5G ProSe End UE.
3.
The discoveree 5G ProSe End UE shall decrypt and/or verify the received UE-to-UE Relay Discovery Solicitation message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3. 
If the verification is successful, the discoveree 5G ProSe End UE shall extract the protected direct discovery set from the message and decrypt and/or verify the direct discovery set using the discovery security materials associated with the ProSe service as specified in clause 6.1.3.2.3.
The discoveree 5G ProSe End UE shall protect a direct discovery set using the discovery security materials associated with the ProSe service as specified in clause 6.1.3.2.3. Then, the discoveree 5G ProSe End UE shall include the protected direct discovery set in the UE-to-UE Relay Discovery Response message and protect the UE-to-UE Relay Discovery Response message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3. The discoveree 5G ProSe End UE replies to the 5G ProSe UE-to-UE Relay with the UE-to-UE Relay Discovery Response message.

Editor’s Note: How to decrypt the direct discovery set by 5G Prose End UE is FFS.
4.
On receiving the UE-to-UE Relay Discovery Response message from the discoveree 5G ProSe End UE, the 5G ProSe UE-to-UE Relay shall decrypt and/or verify the received UE-to-UE Relay Discovery Response message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3.
If the verification is successful, the 5G ProSe UE-to-UE Relay shall modify the UE-to-UE Relay Discovery Response message to include User Info ID of 5G ProSe UE-to-UE Relay. 

The UE-to-UE Relay Discovery Response message is protected using the security materials associated with the RSC as specified in clause 6.1.3.2.3. Then, 5G ProSe UE-to-UE Relay sends the UE-to-UE Relay Discovery Response message to the discoverer 5G ProSe End UE.


On receiving the UE-to-UE Relay Discovery Response message, the discoverer 5G ProSe End UE shall decrypt and/or verify the UE-to-UE Relay Discovery Response message using the discovery security materials associated with the RSC as specified in clause 6.1.3.2.3. 
If the verification is successful, the discoverer 5G ProSe End UE shall extract the protected direct discovery set from the UE-to-UE Relay Discovery Response message and decrypt and/or verify the direct discovery set using the discovery security materials associated with the ProSe service as specified in clause 6.1.3.2.3.
**** End of Changes****
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