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[bookmark: _Toc106364520][bookmark: _Toc122102897][bookmark: _Toc106364533][bookmark: _Toc114242857]**** START OF CHANGE ****
[bookmark: _Toc145059240][bookmark: _Toc145061232]6.3.5	Procedures for authorization of AF/5GC NF for Ranging/SL positioning service exposure
[bookmark: OLE_LINK9][bookmark: OLE_LINK90]For the authorization of the AF or 5GC NF for Ranging/SL Positioning service exposure, the SL-MT-LR procedure specified in TS 23.273 [3] is taken as the baseline. The authorization shall be performed towards all the n UEs (n ≥ 2), i.e. UE1, UE2, ..., UEn in the request message. If all of the UEs don't grant permission for Ranging/SL Positioning exposure, the GMLC shall reject the service request from the AF/5GC NF. 
When receiving the Ranging/SL Positioning service request from the AF/5GC NF, the GMLC interacts with the UDM to check the UE privacy profile for Ranging/SL Positioning service as specified in Annex XX. The UE LCS Privacy Profile defined in clause 5.4.2 of TS 23.273 [3] is taken as the baseline for the UE privacy profile for Ranging/SL positioning services.
NOTE:	The details of the UE privacy profile for Ranging/SL positioning services needs to be align with SA2.
[bookmark: OLE_LINK41][bookmark: OLE_LINK42][bookmark: OLE_LINK43]The GMLC interacts with the AMF to request the ranging result of UEs, which may include an indication of a privacy related action. If the indicator of privacy check related action indicates that the UE must either be notified or notified with privacy verification, a notification invoke message is sent to the UE if the signalling connection established. However, if the Ranging/SL Positioning service is disallowed by the UE, or signalling connection establishment fails and UE notification (including UE notification with privacy verification) is required, the AMF shall provide failure response to the GMLC.
**** NEXT CHANGE ****
Annex XX (normative):
UE privacy profile for Ranging/SL Positioning service
UE privacy profile for Ranging/SL Positioning service is used to control whether Ranging/SL positioning service exposure is permitted. 
For each UE subscriber, privacy preferences are stored in UE privacy profile for Ranging/SL Positioning service as part of UE subscription data in the UDM and queried from the UDM by another NF such as GMLC. The UDM may also store the UE privacy profile in the UDR. 
For UE Positioning service assisted by Sidelink Positioning over 5GC-MT-LR service, the UE LCS privacy profile defined in clause 5.4.2 of TS 23.273 [3] is used.
The UE privacy profile data for Ranging/SL Positioning service is defined in table XX-1.
Table XX-1: Ranging/SL Positioning privacy profile data stored in the UDM for a UE Subscriber
	Privacy Profile Data Type
	Presence
	UDM data 

	Ranging/SL Positioning Privacy Indication
	M



O
	Indication of one of the following mutually exclusive global settings:
[bookmark: _PERM_MCCTEMPBM_CRPT92220002___2]-	Ranging/SL Positioning service is disallowed
-	Ranging/SL Positioning service is allowed (default)

Time period when the Ranging/SL Positioning Privacy Indication is valid




**** END OF CHANGE ****

