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1	Overall description
SA3 thanks SA3-LI for the LS on LI for AKMA in roaming. SA3 has completed AKMA phase 2 study TR 33.737 and concluded the key issue of AKMA roaming, fully considering the LI requirements.
During the study, SA3 investigated several solutions to address the LI requirements for case 1 and 3. However, since AF is outside of the operators network and the Ua* protocol is dependent on the application, which is outside the scope of 3GPP and the application is transparent to the serving PLMN, SA3 was not able to identify viable solution on network layer covering these two case. Each proposed solution will cause key leakage to irrelevant NF.
On the other hand, the HPLMN is aware of the usage of AKMA feature. Therefore, the HPLMN is the best player that can authorize or deny AKMA services for its roaming subscribers. For example, the HPLMN can stop AKMA services in cases where the usage of services is in conflict with the regulatory requirements for the VPLMN. This could be covered in the agreement between the HPLMN and the VPLMN. Thus SA3 has concluded with the statement “ HPLMN is responsible to control whether its subscriber is authorized to use the AKMA services in the VPLMN. In particular, where applicable, the HPLMN is responsible for providing whatever necessary for the VPLMN to fulfill its legal obligations as described in TS 33.126 [8]”.
Therefore, SA3 has completed the Rel-18 AKMA work with the conclusion that no further normative solutions will be worked on for case 1 and 3 in support of LI for AKMA in roaming . It should be noticed such conclusion does not prevent regulation party get the key from application layer, where the key is used or transferred.
Based on the information provided in the LS from SA3-LI, following the usual 3GPP process, it is up to the interested companies to propose in-depth technical solution to address the issues raised in SA3-LI in this area for consideration by SA3.  
SA3 would also like to confirm that based on SA3’s study, AKMA roaming is supported without any changes to the existing Rel-17 AKMA architecture and procedures. 
2	Actions
To SA3-LI group
ACTION: 	SA3 kindly asks SA3-LI to take the above into consideration.

3	Dates of next TSG SA WG 3 meetings
SA3#115	26 February – 1 March 2024	Athens, GR
SA3#116	20 -24 May 2024			Korea

