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************ START OF CHANGES ************
[bookmark: _Toc145928648][bookmark: _Toc58920693][bookmark: _Toc143556983]7.X	GMLC Services
[bookmark: _Toc145928649][bookmark: _Toc58920694]7.X.1	General
The following table shows the GMLC Services and GMLC Service Operations.
Table 7.x.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Ngmlc_Location
	PrivacyNotification
	Request / Response
	GMLC



[bookmark: _Toc145928650][bookmark: _Toc58920695]7.X.2	Ngmlc_Location service
[bookmark: _Toc145928651][bookmark: _Toc58920696]7.X.2.1	Ngmlc_Location_PrivacyNotification service operation
Service operation name: Ngmlc_Location_PrivacyNotification_AMFaddress
Description: Consumer NF requests serving AMF address for certain UE(s) involved in Ranging
Input, Required: UE(s) identifier (GPSI, Application Layer ID)
Input, Optional: Info of SL Positioning Client UE (Application Layer ID) 
Output, Required: Success/Failure indication, serving AMF address.
Output, Optional: Failure Cause (in the case of failure indication provided).
[bookmark: _GoBack] ************ END OF CHANGES************

