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1
Decision/action requested

This document proposes to add terms and abbreviations to TR 33.700-29. SA3 is kindly requested to approve this doc.
2
References

[1]
3GPP TR 33.700-29 v0.1.0
3
Rationale

This document propose to add terms and abbreviations to TR 33.700-29[1].
4
Detailed proposal

**** START OF CHANGE 1****

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]




3GPP TR 23.700-29: "Study on integration of satellite components in the 5G architecture;Phase 3".



**** END OF CHANGE 1 ****
**** START OF CHANGE 2****

3
Definitions of terms and abbreviations

3.1
Terms

For the purposes of the present document, the terms given in 3GPP TR 21.905 [1], 3GPP TR 23.700-29[x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


serving satellite: a satellite providing the satellite access to a UE (e.g. providing the serving cell(s)). Depending on the orbit, the serving satellite is covering a given geographic area for a limited period of time.

S&F Satellite operation: operation mode providing communication service (in storing and forwarding information) to a UE in periods of time and/or geographical areas in which the serving satellite is not simultaneously connected to the ground network via feeder link or ISL. For the case of UL, "store" refers to on-board storage of UL information from UE and "forward" refers to forwarding of stored UL information to the ground network. For the case of DL, "store" refers to on-board storage of DL information from the ground network and "forward" refers to forwarding of stored DL information to the UE.

UE-Satellite-UE Communication: refers to a communication between UEs under the coverage of one or more serving satellites, using satellite access without the user traffic transiting through the ground segment.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].


S&F
Store and Forward

**** END OF CHANGE ****
