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	Reason for change:
(

	Currently the only PSK TLS CipherSuite that is mandatory to support in the UE and NAF is TLS_PSK_WITH_AES_128_CBC_SHA. 

For alignment with the profile for full TLS in TS 33.222, and to ensure that an alternative to AES is available, the 3DES-based PSK TLS CipherSuite should be mandatory to support in both UE and NAF. In addition, for alignment with the profile for full TLS in TS 33.222, the RC4-based PSK TLS ciphersuite should be mandated in the NAF.

There seems no reason why the algorithms specified for the PSK TLS profile should differ from those specified for the full TLS profile.

	
	

	Summary of change:
(

	It is specified that the CipherSuite TLS_PSK_WITH_3DES_EDE_CBC_SHA shall be mandatory to support in UE and NAF, and that the CipherSuite TLS_PSK_WITH_RC4_128_SHA shall be mandatory to support in the NAF.
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not approved:
	No alternative to AES is available. Misalignment within the TS between PSK TLS profile and full TLS profile. 
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5.4.1.1
Protection mechanisms

The UE shall support the CipherSuite TLS_PSK_WITH_3DES_EDE_CBC_SHA and the CipherSuite TLS_PSK_WITH_AES_128_CBC_SHA. All other Cipher Suites as defined in PSK TLS [15] are optional for implementation for the UE.

The NAF shall support the CipherSuite TLS_PSK_WITH_3DES_EDE_CBC_SHA, the CipherSuite TLS_PSK_WITH_RC4_128_SHA and the CipherSuite TLS_PSK_WITH_AES_128_CBC_SHA. All other Cipher Suites as defined in PSK TLS [15] are optional for implementation for the NAF.

Cipher Suites with NULL encryption may be used. The UE shall always include at least one cipher suite that supports encryption during the handshake phase.

Cipher Suites with NULL integrity protection (or HASH) are not allowed.
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