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****** First Changed Section ******
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AK
Anonymity Key

AKA
Authentication and Key Agreement

B-TID
Bootstrapping Transaction Identifier

BSF
Bootstrapping Server Function

CA
Certificate Authority

FQDN
Fully Qualified Domain Name

GAA
Generic Authentication Architecture

GBA
Generic Bootstrapping Architecture

GBA_ME
ME-based GBA

GBA_U
GBA with UICC-based enhancements

GUSS
GBA User Security Settings

HSS
Home Subscriber System

IK
Integrity Key

KDF
Key Derivation Function

Ks_int_NAF
Derived key in GBA_U which remains on UICC

Ks_ext_NAF
Derived key in GBA_U

MNO
Mobile Network Operator

NAF
Network Application Function

PKI
Public Key Infrastructure

SLF
Subscriber Locator Function
USS
User Security Setting
****** Next Changed Section ******
4.1
Reference model

Figure 4.1 shows a simple network model of the entities involved in the bootstrapping approach, and the reference points used between them.
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Figure 4.1: Simple network model for bootstrapping

Figure 4.1a shows a simple network model of the entities involved when the network application function is located in the visited network.
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NOTE:
The Zn' reference point is distinguished from the Zn reference point in that it is used between operators.

Figure 4.1a: Simple network model for bootstrapping in visited network

****** Next Changed Section ******
4.2
Network elements

4.2.1
Bootstrapping server function (BSF)

A generic Bootstrapping Server Function (BSF) and the UE shall mutually authenticate using the AKA protocol, and agree on session keys that are afterwards applied between UE and a Network Application Function (NAF). The BSF shall restrict the applicability of the key material to a specific NAF by using the key derivation procedure as specified in Annex B. The key derivation procedure may be used with multiple NAFs during the lifetime of the key material. The lifetime of the key material is set according to the local policy of the BSF. The generation of key material is specified in clause 4.5.2.

The BSF shall be able to acquire the GBA user security settings (GUSS) from the HSS.
The BSF shall be able to keep a list, which assigns NAFs to NAF Groups. This list is used to select if any and which application-specific USS within GUSS is valid for a certain NAF.
NOTE 1:
The operator does the assignment of NAFs to NAF Groups. NAF Group definitions in HSS and all connected BSFs belonging to the same operator's network shall be equal (cf., clause 4.2.3). As these network elements belong to the same operator's network, standardisation of the NAF Group definitions themselves is not necessary in 3GPP.
NOTE 2:
The NAF grouping may be e.g. "home" and "visited". It allows the BSF to send USSs for the same application with e.g. different authorization flags to different NAFs, e.g., in home network and visited networks. The NAF e.g. in visited network indicates only the requested application, but it is unaware of the grouping in home network of the subscriber.

4.2.2
Network application function (NAF)

After the bootstrapping has been completed, the UE and a NAF can run some application specific protocol where the authentication of messages will be based on those session keys generated during the mutual authentication between UE and BSF.

General assumptions for the functionality of a NAF are:

-
there is no previous security association between the UE and the NAF;

-
NAF shall be able to locate and communicate securely with the subscriber's BSF;

-
NAF shall be able to acquire a shared key material established between UE and the BSF during the run of the application-specific protocol;

-
NAF shall be able to acquire zero or more application-specific USSs from the HSS via the BSF;

-
NAF shall be able to set the local validity condition of the shared key material according to the local policy;

-
NAF shall be able to check lifetime and local validity condition of the shared key material.
NOTE:
Without additional measures, GBA does not guarantee the freshness of the key, Ks(_int/ext)_NAF in the sense that it does not guarantee that the key was not used in a previous run of the Ua protocol. The additional measures which may be taken by the UE and the NAF to ensure key freshness in GBA are:

1)
enforce a new run of the Ub protocol (thus generating a new Ks) before deriving a new Ks_NAF.

2)
store previously used keys Ks(_int/ext)_NAF, or the corresponding key identifiers B-TID, until the end of their lifetime.




A UE and a NAF that support a Ua protocol that does not provide replay protection over unconnected runs of the protocol, will need to take corresponding action to avoid replay attacks if desired.

4.2.2a
Diameter proxy (D-Proxy)

In the case where UE has contacted a NAF that is operated in another network than home network, this visited NAF shall use a diameter proxy (D-Proxy) of the NAFs network to communicate with subscriber’s BSF (i.e. home BSF).

NOTE:
D-Proxy functionality may be implemented as a separate network element, or be part of any NE in the visited network that implements Diameter proxy functionality (examples of such NE’s are the BSF of the network that the visited NAF belongs to, or an AAA-server).

General requirements for the functionality of D-Proxy are:

-
D-Proxy shall be able to function as a proxy between the visited NAF, and the subscriber’s home BSF;

-
D-Proxy shall be able to locate subscriber’s home BSF and communicate with it over secure channel;

-
D-Proxy shall be able to validate that the visited NAF is authorized to participate in GBA and shall be able to assert to subscriber’s home BSF the visited NAFs DNS name. The D-Proxy shall also be able to assert to the BSF that the visited NAF is authorized to request the GBA specific user profiles contained in the NAF request;

-
the physical security level of the D-proxy shall not be lower than the highest level of the NAFs which it interfaces with.

4.2.3
HSS

The set of all user security settings (USSs), i.e. GUSS, is stored in the HSS. In the case where the subscriber has multiple subscriptions, i.e. multiple ISIM or USIM applications on the UICC, the HSS shall contain one or more GUSSs that can be mapped to one or more private identities, i.e. IMPIs and IMSIs.

The requirements on the HSS are:
-
HSS shall provide the only persistent storage for GUSSs;

-
GUSS shall be defined in such a way that interworking of different operators for standardised application profiles is possible;

-
GUSS shall be defined in such a way that profiles for operator specific applications and extensions to existing application profiles are supported without need for standardisation of these elements.

-
GUSS shall be able to contain application-specific USSs that contain parameters that are related to identification or authorization information of one or more applications hosted by one ore more NAFs. Any other types of parameters are not allowed in the application-specific USS.
NOTE 1:
The necessary subscriber profile data may be fetched by the NAF directly from HSS or from its local database using identity information provided by the application-specific USS.
NOTE 2:
The HSS may temporarily remove an application-specific USS from the GUSS if the service is temporarily revoked from the subscriber.
-
GUSS shall be able to contain parameters intended for the BSF usage:
-
the type of the UICC the subscriber is issued (i.e. is it GBA_U aware or not, cf. subclause 5);

-
subscriber specific key lifetime:

-
optionally the timestamp indicating the time when the GUSS has been last modified by the HSS.

NOTE 3:
These parameters are optional and if they are missing from subscriber's GUSS or subscriber does not have GUSS then the BSF will use the default values in the BSF local policy defined by the particular MNO.
-
HSS shall be able to assign application-specific USSs to a NAF Group. This shall be defined in such a way that different USSs for the same application, but for different groups of NAFs, are possible. The restrictions on the number of USSs per GUSS are dependent on the usage of NAF Groups by the operator:
-
if no NAF Groups are defined for this application then at most one USS per application is stored in GUSS;
-
if NAF Groups are defined for this application then at most one USS per application and NAF Group is stored in GUSS.
-
NAF Group definitions in the HSS and all connected BSFs belonging to the same operator's network shall be equal.

4.2.4
UE

The required functionalities from the UE are:

-
the support of HTTP Digest AKA protocol;

-
the capability to use both a USIM and an ISIM in bootstrapping;

-
the capability to select either a USIM or an ISIM to be used in bootstrapping, when both of them are present;

-
the capability for a Ua application on the ME to indicate to the GBA Function on the ME the type or the name of UICC application to use in bootstrapping (see clause 4.4.8);

-
the capability to derive new key material to be used with the protocol over Ua interface from CK and IK;

-
support of NAF-specific application protocol (For an example see TS 33.221 [5]).

A GBA-aware ME shall support both GBA_U, as specified in clause 5.2.1 and GBA_ME procedures, as specified in clause 4.5.
4.2.x
SLF

The SLF:

· is queried by the BSF in conjunction with the Zh interface operation to get the name of the HSS containing the required subscriber specific data.

· is accessed via the Dz interface by the BSF.

The SLF is not required in a single HSS environment.  Use of SLF is not required when BSF are configured/managed to use pre-defined HSS.

****** Next Changed Section ******
4.3
Bootstrapping architecture and reference points

4.3.1
Reference point Ub

The reference point Ub is between the UE and the BSF. Reference point Ub provides mutual authentication between the UE and the BSF. It allows the UE to bootstrap the session keys based on 3GPP AKA infrastructure.

The HTTP Digest AKA protocol, which is specified in RFC 3310 [4], is used on the reference point Ub. It is based on the 3GPP AKA TS 33.102 [2] protocol. The interface to the USIM is as specified in TS 31.102 [1] and to the ISIM is as specified in TS 31.103 [10].

4.3.2
Reference point Ua

The reference point Ua carries the application protocol, which is secured using the keys material agreed between UE and BSF as a result of the run of HTTP Digest AKA over reference point Ub. For instance, in the case of support for subscriber certificates TS 33.221 [5], it is a protocol, which allows the user to request certificates from the NAF. In this case the NAF would be the PKI portal.

4.3.3
Reference point Zh

The reference point Zh used between the BSF and the HSS allows the BSF to fetch the required authentication information and all GBA user security settings from the HSS. The interface to the 3G Authentication Centre is HSS-internal, and it need not be standardised as part of this architecture.

4.3.4
Reference point Zn

The reference point Zn is used by the NAF to fetch the key material agreed during a previous HTTP Digest AKA protocol run over the reference point Ub from the UE to the BSF. It is also used to fetch application-specific user security settings from the BSF, if requested by the NAF.

4.3.x
Reference point Dz

The reference point Dz used between the BSF and the SLF allows the BSF to get the name of the HSS containing the required subscriber specific data.

****** Next Changed Section ******
4.4
Requirements and principles for bootstrapping

The following requirements and principles are applicable to bootstrapping procedure:

-
the bootstrapping function shall not depend on the particular NAF;

-
the server implementing the bootstrapping function needs to be trusted by the home operator to handle authentication vectors;

-
the server implementing the NAF needs only to be trusted by the home operator to handle derived key material;

-
it shall be possible to support NAF in the operator's home network and in the visited network;

-
the architecture shall not preclude the support of network application function in a third network;

-
to the extent possible, existing protocols and infrastructure should be reused;

-
in order to ensure wide applicability, all involved protocols are preferred to run over IP;

-
it shall be prevented that a security breach in one NAF who is using the GBA, can be used by an attacker to mount successful attacks to the other NAFs using the GBA.

4.4.1
Access Independence

Bootstrapping procedure is access independent. Bootstrapping procedure requires IP connectivity from UE.

4.4.2
Authentication methods

Authentication between the UE and the BSF shall not be possible without a valid cellular subscription. Authentication shall be based on the 3GPP AKA protocol.

4.4.3
Roaming

The requirements on roaming are:

-
The roaming subscriber shall be able to utilize the bootstrapping function in the home network. The subscriber shall be able to utilize network application function that is in a visited network.

-
The home network shall be able to control whether its subscriber is authorized to use the service in the visited network.
4.4.4
Requirements on reference point Ub

The requirements for reference point Ub are:

-
the BSF shall be able to identify the UE;

-
the BSF and the UE shall be able to authenticate each other based on AKA;

-
the BSF shall be able to send a bootstrapping transaction identifier to the UE;

-
the UE and the BSF shall establish shared keys;
-
the BSF shall be able to indicate to the UE the lifetime of the key material. The key lifetime sent by the BSF over Ub shall indicate the expiry time of the key.

NOTE:
This does not preclude a UE to refresh the key before the expiry time according to the UE's local policy.
4.4.5
Requirements on reference point Zh

The requirements for reference point Zh are:

-
mutual authentication, confidentiality and integrity shall be provided;

NOTE 1:
This requirement may be fulfilled by physical or proprietary security measures if BSF and HSS are located within the same operator’s network.

-
the BSF shall be able to send bootstrapping information request concerning a subscriber;

-
optionally the BSF may have the capability able to send the timestamp of subscriber's GBA user security settings to the HSS (timestamp option);

-
the HSS shall be able to send 3GPP AKA vectors to the BSF in batches;

-
the HSS shall be able to send the complete set of subscriber's GBA user security settings needed for security purposes to the BSF.optionally the HSS may have the capability to indicate to the BSF whether the BSF already has the latest copy of the GUSS based on the GUSS timestamp (timestamp option);

NOTE 2:
If subscriber's GUSS is updated in HSS, this is not propagated to the BSF. The GUSS in the BSF is updated when the BSF next time fetches the authentication vectors and GUSS from the HSS over Zh reference point as part of the bootstrapping procedure.
-
no state information concerning bootstrapping shall be required in the HSS;

-
all procedures over reference point Zh shall be initiated by the BSF;

-
the number of different interfaces to HSS should be minimized.

4.4.6
Requirements on reference point Zn
The requirements for reference point Zn are:

-
mutual authentication, confidentiality and integrity shall be provided;

-
If the BSF and the NAF are located within the same operator's network, the Zn reference point shall be secured according to NDS/IP [13];
-
If the BSF and the NAF are located in different operators' networks, the Zn' reference point between the D-Proxy and the BSF shall be secured using TLS as specified in RFC 2246 [6];
NOTE 1:
Annex E specifies the TLS profile that is used for securing the Zn' reference point.
-
The BSF shall verify that the requesting NAF is authorised to obtain the key material or the key material and the requested USS;

-
The NAF shall be able to send a key material request to the BSF, containing NAF's public hostname used by the UE's corresponding request. The BSF shall be able to verify that a NAF is authorized to use this hostname, i.e. the FQDN used by UE when it contacts the NAF;

-
The BSF shall be able to send the requested key material to the NAF;

-
The NAF shall be able to get a selected set of application-specific USSs from the BSF, depending on the policy of the BSF and the application indicated in the request from the NAF over Zn;

-
The NAF shall be able to indicate to the BSF the single application or several applications it requires USSs for;
NOTE 2:
If some application needs only a subset of an application-specific USS, e.g. only one IMPU, the NAF selects this subset from the complete set of USS sent from BSF.

-
The BSF shall be able to be configured on a per NAF or per application basis if private subscriber identity and which application-specific USSs may be sent to a NAF;

-
If a NAF requests USSs from the BSF and they are not present in subscriber's GUSS, it shall not cause an error, provided the conditions of the local policy of the BSF are fulfilled. The BSF shall then send only the requested and found USSs to the NAF;

-
It shall be possible to configure a local policy as follows: BSF may require one or more application-specific USS to be present in a particular subscriber’s GUSS for a particular requesting NAF, and to reject the request from the NAF in case the conditions are not fulfilled. In order to satisfy this local policy, it is not required that the NAF requests the USSs over the Zn reference point, which the BSF requires to be present in the GUSS, rather it is sufficient that the BSF checks the presence of the USSs locally. It shall also be possible configure the BSF in such a way that no USS is required for the requesting NAF;

-
The BSF shall be able to indicate to the NAF the bootstrapping time and the lifetime of the key material. The key lifetime sent by the BSF over Zn shall indicate the expiry time of the key, and shall be identical to the key lifetime sent by the BSF to the UE over Ub.
NOTE 3:
This does not preclude a NAF to refresh the key before the expiry time according to the NAF's local policy.
NOTE 4:
If one or more of the USSs that have been delivered to the NAF has been updated in subscriber's GUSS in the HSS, this change is propagated to the NAF the next time it fetches the USS from the BSF over Zn reference point (provided that the BSF has updated subscriber's GUSS from the HSS over Zh reference point).

4.4.7
Requirements on Bootstrapping Transaction Identifier

Bootstrapping transaction identifier (B-TID) shall be used to bind the subscriber identity to the keying material in reference points Ua, Ub and Zn.

Requirements for B-TID are:

-
B-TID shall be globally unique;

-
B-TID shall be usable as a key identifier in protocols used in the reference point Ua;

-
NAF shall be able to detect the home network and the BSF of the UE from the B-TID.

NOTE 1:
NAF can remove the security association based on deletion conditions after the key has become invalid.

NOTE 2:
Care has to be taken that the parallel use of GBA and non-GBA authentication between UE and NAF does not lead to conflicts, e.g. in the name space. This potential conflict cannot be resolved in a generic way as it is dependent on specific protocol and authentication mechanism used between UE and application server. It is therefore out of scope of this specification.
For the example of HTTP Digest authentication used between UE and NAF, parallel use is possible as the following applies: <username,password>-pairs must be unique to one realm only. As the NAF controls the realm names, it has to ensure that only the GBA based realm is named with the reserved 3GPP realm name. In the special case that the NAF wants to allow non GBA based authentication in the GBA realm also, it has to ensure that no usernames in the format of a B-TID are used outside GBA based authentication.

4.4.8
Requirements on selection of UICC application and related keys
When several applications are present on the UICC, which are capable of running AKA, then the ME shall choose one of these UICC applications for performing the GBA procedures specified in this document in the following order of preference:
1.
The UE determines which UICC application is to be involved:
a.
the application on the ME that needs Ks_NAF (Ua application) may indicate to the GBA support function (GBA function) the type or the name of the UICC application: no preference, USIM, ISIM, or the "Label" (see definition in TS 31.101 [15]) of the UICC application.

If the application on the ME indicated a “Label” of the UICC application, step b below shall be executed.


If the application on the ME indicated that the UICC application type should be:
-
the USIM on the UICC; step b below is skipped and in steps c and d only USIM applications are considered.
-
the ISIM on the UICC; step b below is skipped and in steps c and d only ISIM applications are considered.

if the application on the ME did not indicate a preference, step b below is skipped and the selection process is executed as described below, starting with step c;
b.
if a "Label" was indicated in step a, the GBA function shall select (see definition in TS 31.102 [1]) the UICC application with the "Label" indicated; if selection of this UICC application does not succeed the selection procedure fails;
c.
if no "Label" was indicated in step a, the GBA function shall choose among the active UICC applications; if there is more than one active UICC applications, the GBA function may show a UICC application choosing dialogue to the end user (the list contains the "Labels" from the application list of the UICC), from which the end user chooses the UICC application to be selected; if no dialogue is shown the GBA function shall select the "last selected" active UICC application; in case the Ua application indicated "no preference" and both a "last selected" USIM and a "last selected" ISIM are active, then the "last selected" USIM is selected.
d.
if there are no UICC applications active:
-
if there is only one UICC application, the GBA function selects it, if possible;
-
if there is more than one UICC application, the GBA function may show a UICC application choosing dialogue to the end user (the list contains the "Labels" from the application list of the UICC), from which the end user chooses the UICC application to be selected; if no dialogue is shown the GBA function shall select the "last selected" UICC application, if possible.
e.
if the type indicated in step a and used in step d was ISIM, but there was no ISIM to select, then step d is repeated with type USIM; otherwise the selection process fails.
NOTE 1:
Step e is required for the case that an ISIM as defined in TS 33.203 [16] may be realised using a USIM application on the UICC.
2.
If there already is a key Ks derived from the chosen UICC application, the UE takes this key to derive Ks_NAF.
3.
If there is no such key Ks, the UE first runs the Ub protocol involving the selected UICC application and then goes to step 2.
If a USIM is chosen, the IMPI obtained from the IMSI stored on the USIM as specified in TS 23.003 [11] clause 13.3, is used in the protocol run over Ub.
NOTE 2:
Strictly speaking, an IMPI, and the derivation of an IMPI from an IMSI as in TS 23.003 [11], clause 13 are only defined in the context of the IMS. For the purposes of this specification, however, an identifier obtained from an IMSI as specified in TS 23.003 [11], clause 13.3 is also called an IMPI, even if the user has no IMS subscription.
If an ISIM is selected, the IMPI stored on the ISIM is used in the protocol run over Ub.
Whenever a UICC application is successfully selected or terminated, the rules in this clause for choosing the UICC application are re-applied and, consequently, the UICC application chosen for GBA may change.
Whenever a UICC application is terminated the shared key Ks established from it in the protocol over the Ub reference point (according to clauses 4.5.2 and 5.3.2) shall be deleted.
NOTE 3:
At any one time, there is at most one UICC application chosen for performing the GBA procedures.
NOTE 4:
The Ua applications can continue using the NAF specific keys derived also after the shared key Ks itself has been deleted until the key lifetime expires.

4.4.9
Requirements on reference point Ua
The generic requirements for reference point Ua are:
-
the UE and the NAF shall be able to secure the reference point Ua using the GBA-based shared secret;
NOTE 1:
The exact method of securing the reference point Ua depends on the application protocol used over reference point Ua.
-
the NAF shall be able to indicate to the UE that GBA-based shared secret should be used;
-
the NAF shall be able to indicate to the UE that the current shared secret has expired and the UE should use newer shared secret with the NAF.
4.4.x
Requirements on reference point Dz

This interface between BSF and SLF is used to retrieve the address of the HSS which holds the subscription for a given user.  This interface is not required in a single HSS environment. 

****** Next Changed Section ******
4.5.2
Bootstrapping procedures

When a UE wants to interact with a NAF, and it knows that the bootstrapping procedure is needed, it shall first perform a bootstrapping authentication (see figure 4.3). Otherwise, the UE shall perform a bootstrapping authentication only when it has received bootstrapping initiation required message or a bootstrapping negotiation indication from the NAF, or when the lifetime of the key in UE has expired (cf. subclause 4.5.3).

NOTE 1:
The main steps from the specifications of the AKA protocol in TS 33.102 [2] and the HTTP digest AKA protocol in RFC 3310 [4] are repeated in figure 3 for the convenience of the reader. In case of any potential conflict, the specifications in TS 33.102 [2] and RFC 3310 [4] take precedence.
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Figure 4.3: The bootstrapping procedure

1.
The UE sends an HTTP request towards the BSF.

2.
BSF retrieves the complete set of GBA user security settings and one Authentication Vector (AV, AV = RAND||AUTN||XRES||CK||IK) over the reference point Zh from the HSS.


If the BSF implements the timestamp option and has a local copy of the GUSS for the subscriber that has been fetched from the HSS during a previous bootstrapping procedure, and this GUSS includes a timestamp, the BSF may include the GUSS timestamp in the request message. Upon receiving that timestamp, if the HSS implements the timestamp option, the HSS may compare it with the timestamp of the GUSS stored in the HSS. In this case, if and only if the HSS has done the comparison and the timestamps are equal, then the HSS shall send "GUSS TIMESTAMP EQUAL" indication to the BSF. In any other case, the HSS shall send the GUSS (if available) to the BSF. If the BSF receives "GUSS TIMESTAMP EQUAL" indication, it shall keep the local copy of the GUSS. In any other case, the BSF shall delete the local copy of the GUSS, and store the received GUSS (if sent).
NOTE 2:
In a multiple HSS environment, the BSF may have to obtain the address of the HSS where the subscription of the user is stored by querying the SLF, prior to step 2.
3.
Then BSF forwards the RAND and AUTN to the UE in the 401 message (without the CK, IK and XRES). This is to demand the UE to authenticate itself.

4.
The UE checks AUTN to verify that the challenge is from an authorised network; the UE also calculates CK, IK and RES. This will result in session keys IK and CK in both BSF and UE.

5.
The UE sends another HTTP request, containing the Digest AKA response (calculated using RES), to the BSF.

6.
The BSF authenticates the UE by verifying the Digest AKA response.

7.
The BSF generates key material Ks by concatenating CK and IK. The B-TID value shall be also generated in format of NAI by taking the base64 encoded [12] RAND value from step 3, and the BSF server name, i.e. base64encode(RAND)@BSF_servers_domain_name.

8.
The BSF shall send a 200 OK message, including a B-TID, to the UE to indicate the success of the authentication. In addition, in the 200 OK message, the BSF shall supply the lifetime of the key Ks. The key material Ks is generated in UE by concatenating CK and IK.

9.
Both the UE and the BSF shall use the Ks to derive the key material Ks_NAF during the procedures as specified in clause 4.5.3. Ks_NAF shall be used for securing the reference point Ua.


Ks_NAF is computed as Ks_NAF = KDF (Ks, "gba-me", RAND, IMPI, NAF_Id), where KDF is the key derivation function as specified in Annex B, and the key derivation parameters consist of the user's IMPI, the NAF_Id and RAND. The NAF_Id consists of the full DNS name of the NAF. KDF shall be implemented in the ME.

NOTE 3:
To allow consistent key derivation based on NAF name in UE and BSF, at least one of the three following prerequisites shall be fulfilled:

(1)
The NAF is known in DNS under one domain name (FQDN) only, i.e. no two different domain names point to the IP address of the NAF. This has to be achieved by administrative means.
This prerequisite is not specific to 3GPP, as it is necessary also under other circumstances, e.g. for TLS V1.0 without use of wildcard or multiple-name certificates.

(2)
Each DNS entry of the NAF points to a different IP address. The NAF responds to all these IP addresses. Each IP address is tied to the corresponding FQDN by NAF configuration. The NAF can see from the IP address, which FQDN to use for key derivation.

(3)
Ua uses a protocol which transfers the host name (FQDN of NAF as used by UE) to NAF (e.g. HTTP/1.1 with mandatory Host request header field). This requires the NAF to check the validity of the host name, to use this name in all communication with UE where appropriate, and to transfer this name to BSF to allow for correct derivation of Ks_NAF.
In case of a TLS tunnel this requires either multiple-identities certificates or the deployment of RFC 3546 [9] or other protocol means with similar purpose.


The UE and the BSF shall store the key Ks with the associated B-TID for further use, until the lifetime of Ks has expired, or until the key Ks is updated.

****** Next Changed Section ******
5.3.2
Bootstrapping procedure

The procedure specified in this clause differs from the procedure specified clause 4.5.2 in the local handling of keys and Authentication Vectors in the UE and the BSF. The messages exchanged over the Ub reference point are identical for both procedures.

When a UE wants to interact with a NAF, and it knows that the bootstrapping procedure is needed, it shall first perform a bootstrapping authentication (see figure 5.1). Otherwise, the UE shall perform a bootstrapping authentication only when it has received bootstrapping initiation required message or a bootstrapping renegotiation indication from the NAF, or when the lifetime of the key in UE has expired (see clause 5.3.3).

NOTE:
The main steps from the specifications of the AKA protocol in TS 33.102 [2] and the HTTP digest AKA protocol in RFC 3310 [4] are repeated in figure 5.1 for the convenience of the reader. In case of any potential conflict, the specifications in TS 33.102 [2] and RFC 3310 [4] take precedence.
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Figure 5.1: The bootstrapping procedure with UICC-based enhancements

1.
The ME sends an HTTP request towards the BSF.

2.
The BSF retrieves the complete set of GBA user security settings and one Authentication Vector 
(AV, AV = RAND||AUTN||XRES||CK||IK) over the Zh reference point from the HSS. 


If the BSF implements the timestamp option and has a local copy of the GUSS for the subscriber that has been fetched from the HSS during a previous bootstrapping procedure, and this GUSS includes a timestamp, the BSF may include the GUSS timestamp in the request message. Upon receiving that timestamp, if the HSS implements the timestamp option, the HSS may compare it with the timestamp of the GUSS stored in the HSS. In this case, if and only if the HSS has done the comparison and the timestamps are equal, then the HSS shall send "GUSS TIMESTAMP EQUAL" indication to the BSF. In any other case, the HSS shall send the GUSS (if available) to the BSF. If the BSF receives "GUSS TIMESTAMP EQUAL" indication, it shall keep the local copy of the GUSS. In any other case, the BSF shall delete the local copy of the GUSS, and store the received GUSS (if sent).


The BSF can then decide to perform GBA_U, based on the user security settings (USSs). In this case, the BSF proceeds in the following way:
-
BSF computes MAC* = MACÅ Trunc(SHA-1(IK))

NOTE 1:
Trunc denotes that from the 160 bit output of SHA‑1 [21], the 64 bits numbered as [0] to [63] are used within the * operation to MAC.
The BSF stores the XRES after flipping the least significant bit.

NOTE 2:
In a multiple HSS environment, the BSF may have to obtain the address of the HSS where the subscription of the user is stored by querying the SLF, prior to step 2.

3.
Then BSF forwards the RAND and AUTN* (where AUTN* = SQN ( AK || AMF || MAC*) to the UE in the 401 message (without the CK, IK and XRES). This is to demand the UE to authenticate itself.

4.
The ME sends RAND and AUTN* to the UICC. The UICCcalculates IK and MAC (by performing MAC= MAC* ( Trunc(SHA-1(IK))). Then the UICC checks AUTN(i.e. SQN ( AK || AMF || MAC) to verify that the challenge is from an authorised network; the UICC also calculates CK and RES. This will result in session keys CK and IK in both BSF and UICC. The UICC then transfers RES (after flipping the least significant bit) to the ME and stores Ks, which is the concatenation of CK and IK, on the UICC.
5.
The ME sends another HTTP request, containing the Digest AKA response (calculated using RES), to the BSF.

6.
The BSF authenticates the UE by verifying the Digest AKA response.

7.
The BSF generates the key Ks by concatenating CK and IK. The B-TID value shall be also generated in format of NAI by taking the base64 encoded [12] RAND value from step 3, and the BSF server name, i.e. base64encode(RAND)@BSF_servers_domain_name.

8.
The BSF shall send a 200 OK message, including the B-TID, to the UE to indicate the success of the authentication. In addition, in the 200 OK message, the BSF shall supply the lifetime of the key Ks.

9.
Both the UICC and the BSF shall use the Ks to derive NAF-specific keys Ks_ext_NAF and Ks_int_NAF during the procedures as specified in clause 5.3.3, if applicable. Ks_ext_NAF and Ks_int_NAF are used for securing the Ua reference point.


Ks_ext_NAF is computed in the UICC as Ks_ext_NAF = KDF(Ks, "gba-me", RAND, IMPI, NAF_Id), and Ks_int_NAF is computed in the UICC as Ks_int_NAF = KDF(Ks, "gba-u, RAND, IMPI, NAF_Id), where KDF is the key derivation function as specified in Annex B, and the key derivation parameters include the user's IMPI, the NAF_Id and RAND. The NAF_Id consists of the full DNS name of the NAF. The key derivation parameters used for Ks_ext_NAF derivation must be different from those used for Ks_int_NAF derivation. This is done by adding a static string "gba-me" in Ks_ext_NAF and "gba-u" in Ks_int_NAF as an input parameter to the key derivation function.

NOTE 3:
The NOTE 3 of clause 4.5.2 also applies here.


The UICC and the BSF store the key Ks with the associated B-TID for further use, until the lifetime of Ks has expired, or until the key Ks is updated.
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