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1 Introduction 

The "Rationale and track of security decisions in Long Term Evolved RAN/3GPP System Architecture Evolution" document lacks a section for abbreviations and acronyms used through out the document, and the next section adds a starting point for that to ease up the reading.
2 
Definitions, abbreviations, symbols and conventions
2.1 Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply.

2.2 Abbreviations

For the purposes of the present document, the following abbreviations apply:

aGW
Access Gateway

(D)DoS
(Distributed) Denial of Service

LTE
Long Term Evolution

MAC
Media Access Control

MME
Mobility Management Entity

NAS
Non Access Stratum
RAN
Radio Access Network

RB
Radio Bearer
RRC
Radio Resource Control

SA
Security Association

SAE
System Architecture Evolution
SMC
Security Mode Command
UE
User Equipment

UPE
User Plane Entity
3 Proposal
It is proposed that the text in Section 2 is incorporated in "Rationale and track of security decisions in Long Term Evolved RAN/3GPP System Architecture Evolution".

It is also proposed that the terminology for the base station node is harmonized through out the document, to ease a search/replace when the final abbreviation is set in stone. Although there is not yet any mentioning of a Message Authentication Code, it probably will be sooner or later, and it is proposed that the term Integrity Check Value (ICV) is used instead to avoid clashing with Medium Access Control.
4 References
[1] TS 21.905, "Technical Specification Group Services and System Aspects; Vocabulary for 3GPP Specifications"






















































