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	Reason for change:
(

	The clarification added by CR84 during SA3#42 has introduced a sentence that may be misleading: ’When a new MSK (with a new MSK ID) is taken into use in the service, the BM-SC cannot set the MTK ID of the first MTK (under that MSK) to a value “equal or higher than SEQl+1” since that is a UE specific parameter and all UEs can have a different SEQl as received by Key Validity Data.

Instead the BM-SC should set the first MTK ID to a ‘service’ specific value, which need not necessarily be the lowest possible value, in accordance with the already (or to be distributed) SEQl values of the Key Validity Data, when a new MSK with new MSK ID is taken into use.

Also the number of possible MTK-ID’s is clarified.

	
	

	Summary of change:
(

	Clarify that the first MTK ID may be chosen by the BM-SC and include the maximum number of MTKs protected by one MSK.
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not approved:
	Unclear handling of MTK-ID at the BM-SC
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6.3.3.1
MTK identification

Every MTK is uniquely identifiable by its Key Domain ID, MSK ID and MTK ID

where


Key Domain ID, and MSK ID are as defined in clause 6.3.2.1.

MTK ID is 2 bytes long sequence number and is used to distinguish MTKs that have the same Key Domain ID and MSK ID. It is carried in the MTK ID field of MIKEY extension payload. Every time a MSK with a new MSK ID is taken into use by the BM-SC, the MTK ID of the first MTK sent by the BM-SC protected by that MSK shall be set to an initial value greater than zero chosen by the BM-SC.

NOTE 1: In most situations the practical choice for the initial MTK ID will be one, but this does not prevent the BM-SC to choose a value different for each service and greater than one.
 The MTK ID that will be used in a next MTK update needs to be greater than the previously used MTK-ID.
NOTE 2: The practical choice to increment is 1 but also other increments are allowed.
NOTE 3: As the MTK ID is 2 bytes long, this allows to use 2 16 -1 MTKs protected by one MSK if the MTK-ID is always incremented by one and the initial MTK ID starts at 1.
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