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	Reason for change:
(

	The current specification contains an incorrect statement about the use of temporary public user identities. If not corrected the current specification would be in contradiction to TS 24.229 for no good reason, cf. also the reply LS S3-060352 from SA3 to CT1 sent from SA3#43 on this issue. 

Furthermore, the current text is in a note, but should be normative text (as indicated by the use of the word “shall”).

	
	

	Summary of change:
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	Allow the use of temporary public user identities not only for initial registrations, but for all registration messages.
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not approved:
	Misalignment between TR 33.978 and TS 24.229. 
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6.2.3.1
Procedures at the UE

On sending a REGISTER request in order to indicate support for early IMS security procedures, the UE shall not include an Authorization header field and not include header fields or header field values as required by RFC3329. The From header, To header, Contact header, Expires header, Request URI and Supported header shall be set according clause 5.1.1.2 of TS 24.229 [7].

On receiving the 200 (OK) response to the REGISTER request, the UE shall handle the expiration time, the P-Associated-URI header field, and the Service-Route header field according clause 5.1.1.2 of TS 24.229 [7].

The UE shall support SIP compression as described in TS 24.229 [7] subclause 8.1.1 with the exception that no security association exists between the UE and the P-CSCF. Therefore, when the UE creates the compartment is implementation specific.

The UE shall use the temporary public user identity (IMSI-derived IMPU, cf. section 6.1.2) only in registration messages (i.e. initial registration, re-registration or de-registration), but not in any other type of SIP requests.
NOTE 1:
Early IMS security does not allow SIP requests to be protected using an IPsec security association because it does not perform a key agreement procedure.
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