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Abstract of the contribution:

This pseudo CR proposes to include the mechanism for user identity retrieval in TS 33.abc.
1. Introduction 

This contribution proposes the mechanism for user identity retrieval when the serving network cannot identify the user by the temporary identity or when the user registers for the first time in a serving network. 
2. Pseudo CR to TS 33.abc 

___________________________First Change_______________________

7 
Security Procedures between UE and EPC Access Network Elements 

7.1
UE Identification

7.1.1
Identification by a permanent identity

The mechanism described in here allows the identification of a user on the radio path by means of the permanent subscriber identity (IMSI).

The mechanism shall be invoked by the serving network whenever the user cannot be identified by means of a temporary identity. In particular, it should be used when the user registers for the first time in a serving network, or when the serving network cannot retrieve the IMSI from the GUTI by which the user identifies itself on the radio path.

The mechanism is illustrated in Figure x.
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Figure x: Identification by the permanent identity

The mechanism is initiated by the MME that requests the user to send its permanent identity. The user's response contains the IMSI in cleartext. This represents a breach in the provision of user identity confidentiality.

7.1.2 
Mechanism for user identity confidentiality

Editor’s Note: cf. TS 33.102, sections 6.1, 6.2

The MME shall allocate an S-Temporary Mobile Subscriber Identity (S-TMSI) to a user in order to support the subscriber identity confidentiality. For paging, The S-TMSI identifies both the user and the serving MME [2]. The structure of the S-TMSI is specified in 3GPP TS 23.003 [3].

S-TMSI Reallocation procedure is described in 3GPP TS 23.401 [2] section 5.3.7 ("S-TMSI Reallocation Procedure").

7.2
Handling of user-related keys in E-UTRAN

Editor’s Note: cf. TR 33.821, section 7.4.7
______________________________End of Changes______________________
3. Conclusion
It is proposed that SA3 agrees to include this pCR in TS 33.abc
User identity request





IMSI





User identity response





      MME





ME/USIM








3GPP

SA WG3 TD


