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*** BEGIN CHANGES ***
4.1.1
General

GBA-push is a mechanism to bootstrap the security between a NAF and a UE, without forcing the UE to contact the BSF to initiate the bootstrapping. GBA-Push is closely related to and builds upon GBA as specified in TS 33.220 [1]. GBA-Push is aimed for both GBA_U and GBA_ME environments. 


*** NEXT CHANGES ***

5.2.3
NAF SA

The NAF needs to keep some additional information in its NAF SA compared with the UE. The UE identity used in the BSF request for GPI must be stored to allow the NAF to determine from which UE a response is coming and also to link sequences of SA's for the same UE. The NAF also needs to store the transport address to which the GPI should be directed. If the NAF uses retransmission to achieve better delivery reliability, it also needs to store the encrypted version of the part of the GPI, which is confidentiality protected. It also has to store the GPI MAC.

Table 5.2.3-1: NAF SA definition

	Parameter name
	NAF
	UE
	Description 
	Notes

	UE_ Id
	m
	o
	The user identity used in NAF request.
	

	UE_Priv_Id
	o
	-
	Private user identity (IMSI/IMPI) for used UE_Id
	

	UE_Trp
	m
	-
	Transport address to which GPI should be delivered
	The transport address used by the NAF when pushing GPI to the UE

	RAND
	m
	m
	RAND in UMTS AKA
	From GPI

	AUTN(*)
	m
	m
	AUTN or AUTN*
	From GPI

	App_Lbl
	m
	m
	UICC application identifier
	From GPI or other implicit agreement or information.

	NAF_Id
	m
	m
	Concatenation of NAF FQDN and Ua security protocol Id
	

	Enc_GPI
	m
	-
	Encrypted part of GPI plus MAC
	

	Mac_GPI
	m
	-
	BSF generated MAC over GPI
	

	UL_SA_Id
	m
	m
	Uplink NAF SA identity
	

	DL_SA_Id
	m
	m
	Downlink NAF SA identity
	

	Ks_NAF /

Ks_ext_NAF
	m
	m
	External NAF-key
	Ks_NAF is generated in GBA_ME based GBA-Push
Ks_ext_NAF is generated in GBA_U based GBA_Push

	Ks_int_NAF
	o
	o
	UICC internal NAF-key
	Ks_int_NAF is generated in GBA_U based GBA_Push

	Key_LT
	m
	m
	Requested NAF-Key life time
	

	
	
	
	
	

	
	
	
	
	


*** END OF CHANGES ***
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