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**************************** start of first change *******************************
7.4.2
Candidate Solution Alternative 3b: Pre-configured K list on UICC 
 “+”      means a positive comment

“-“Means a negative comment

“U” means that it was impossible to evaluate the solution, due to insufficient information in the description of the solution

	EVALUATION CRITERION
	COMMENTS

	1 Security
	- Complying with some of the security requirements in section 4.3.1, that apply to UICC-based solutions, could be a problem, as follows:
- unauthorised removal or exchange of the UICC may be possible. However, if UICC removal or exchange needs to be prevented for security reasons, then mechanical or logical binding of the UICC to the M2ME is feasible using existing techniques such as soldering, a strongbox, or the ETSI secure channel standard.

- there may be a problem in meeting the requirement “Exposure of subscriber authentication keys to unauthorised 3rd parties would have severe consequences….”. The UICC supplier, or another central authority, is required to act as a long-term key-escrow for sequences of key-pairs for future operator-changes, whereas currently keys can be destroyed very soon after batches of UICCs are personalised and the corresponding keys sent to the recipient operator.
+ meets the other security requirements listed in section 4.3.1, that apply to UICC-based solutions
- Requires all involved operators to trust the installed UICC and UICC supplier to provide a secure environment for storing authentication credentials.

- Radio interface session keys may be copied/inserted on an exposed UICC–M2ME interface. Although the session keys used in M2M applications may have a quite limited scope, the requirements to protect keys (crossing the UICC-ME interface) may, in some specific use cases, be higher for M2M devices than for personal devices, due to 1) the unguarded, unattended nature of the M2M devices, and also that 2) many M2M devices may have a gateway capability, so a compromise may increase the impact of key exposure over the UICC-ME interface for specific use cases. The ETSI/3GPP secure channel specifications (ETSI TS 102 484 / 3GPP TS 33.110), which require a shared secret or other type of credential, may be used to protect the UICC-M2ME interface if required. It is FFS to what extent these countermeasures are useful and needed for M2ME.  Alternatively physical security mechanisms may be used to protect the UICC-M2ME interface if required and these mechanisms can have more strength on an M2M device than on a consumer device.
- Individual operators have limited control over the UICCs which they accept onto their network and as a consequence may have a low level of assurance about the security level provided by the UICC and the UICC supplier.

- If operator-specific security applications need to be provisioned on the UICC, then procedures will be needed to ensure that these applications can be securely isolated between operators.

- It is difficult for individual operators to keep the details of the authentication algorithm(s) they use confidential which is a highly desirable security requirement.

- The scheme reduces the diversity of authentication algorithms between operators, and makes it difficult for an individual operator to introduce a new authentication algorithm. This may have a negative impact on the overall level of security offered, and goes against the principle that individual operators should be free to select their own authentication algorithms.

- The case where OTA keys are shared between MNO involves important new security threats.



	2 Initial choice of operator
	+ The choice of SHO can be made after deployment of the M2ME, if the initial operator is used for initial connectivity only.

-  The initial choice of operator has to be made at the time that the UICC is installed, which (for a non-removable UICC) happens during manufacture of the M2ME. For a removable UICC, installation of the UICC could be done at any time after manufacture and even after deployment of the M2ME but that could be expensive and difficult to achieve in some use cases. The most favourable stage for inserting the UICC has to be considered from logistical, economical and security points of view.

	3 Operator change
	+ this is provided for using current OTA protocols

- For the case that subscription change is done by OTA, there could be a problem if the new operator does not have a contract or trust relationship with the UICC supplier or central authority responsible for managing the distribution of Ki/OTA key pairs

-  there is a concern that the background transfer of ownership of a population of M2MEs from an old operator to a new operator  could be performed when some of those M2MEs are not network-attached. In that case, those M2MEs would then be unable to attach to any network.

+/- If OTA based operator change is not possible for either of the reasons above, then operator change by UICC swap may be possible, although that solution clearly does not fulfil any requirement to be able to change the subscription remotely. However, the use of field-replaceable UICCs could be a security issue, due to unauthorised replacement.

- Many other files, in addition to IMSI and key K (and possibly OTA keys) will need to be changed. Data under ADM protection inside the USIM, non-standardized data, and procedures will need to be changed and aligned between MNO.
- There may be several UICC manufacturers that supply UICCs. When changing operator, new MNO should identify which UICC manufacturer can supply the key pair associated with UICC. The identification information that can be used to identify UICC manufacturer is UICC ID. However, at present, the coding schemes of UICC ID are different among MNOs. This will make difficult for new MNO to idendity UICC manufacturer.UICC ID should be coded by one scheme that accepted by the involved operators and UICC manufacturers, so that MNO can identify which UICC manufactuer provided UICC card according to UICC ID.


	4 Remote management
	+ This is provided for, using OTA protocols

-/+ Supports a finite number of operator changes limited by the number of Ki/OTA key pairs initially loaded onto the UICC  but the number of possible operator changes can be made large enough to satisfy all practical operator change scenarios.

U: understanding of the details of this solution would be improved if the role of M2M Operator were to be better defined



	5 Legal and regulatory impact
	- There is some potential for a non-removable UICC approach to "lock out" new operators that are e.g. not willing to trust the central authority or invest in the new infrastructure needed to manage the functionality associated with the preconfigured Ki list.

U: in general, UICC based solutions are well understood and accepted by regulators but it is not yet known if this solution would require any further re-assessment

- Use of this solution means that network operators would be required to support specific subscription management infrastructure and special UICC capabilities, or be excluded from the market Likewise, UICC suppliers could be required to adopt a new role and infrastructure for long-term key escrow. Those requirements could be viewed adversely by some regulatory bodies.

	6 Flexibility to adapt to new requirements
	- use of standard OTA is a limitation, as it is likely to be replaced by IP-based mechanisms

+ It can be assumed however that any new such OTA mechanisms would have similar or the same functionality regarding remote management of USIM fields in a secure way.

+ Changes in subscription management will not create any new requirements on the M2ME itself, i.e. such changes will only impact the UICC. However, UICC replacement is lower cost than replacement of entire M2ME
- However, the use of field-replaceable UICCs could be a security issue, due to unauthorised replacement.



	7 Viability of trust model
	- Requires all involved operators to have trust in a central authority which, in this case, may be a UICC supplier. This is, in principle, a viable trust model, although it exceeds the current trust model, as described under “security”. The general need to trust a central authority seems to be a common requirement of some solutions which supports remote operator change.

	8 Suitability to mass market deployment
	+ Mainly suitable (assuming the need to trust a central authority is not a constraint)

- the need to chose initial connectivity operator at time of device manufacture could be an issue

	9 Impact on subscription management systems
	+ Moderate impact: new technical capabilities and business processes would be needed to support remote subscription management. However, these can be based on extension/adaptation of existing systems

	10 Impact on network infrastructure
	+ as per “Impact on subscription management systems”

	11  Impact on terminal
	+ No significant impact is foreseen

	12  Impact on 3GPP specifications
	- Some changes will be required to UICC specifications to enable the key indexing features to be activated remotely and securely.


**************************** end of changes *******************************






















































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





