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	1st Modified Section


8.1
Location Verification

8.1.1
General

Operators require assurance of the H(e)NB location to satisfy various security, regulatory and operational requirements. The H(e)MS and/or H(e)NB-GW/MME (referred to in this section as the “verifying node”) shall perform location verification. One or more types of location information of H(e)NB may be stored in the verifying node by operators for location verificaton. It shall be possible for the verifying node to obtain one or more of the following information which may be used to perform location verification: 

-
the public IP address of the broadband access device provided by the H(e)NB

-
the IP address and/or access line location identifier provided by broadband access provider

-
information of macro-cells surrounding the H(e)NB provided by the H(e)NB

-
geo-coordinates provided by a GNSS receiver embedded into the H(e)NB 

Different deployment scenarios and H(e)NB configurations will influence the availability, accuracy and reliability of these types of location information.
	End of 1st modifications


	2nd Modified Section


 8.1.6 Requirements

The verifying node shall be capable of requesting one or more of the types of location information listed in section 8.1.1. 

It shall be possible to configure how often the verifying node requests location information, and what information types are requested.

It shall be possible to configure policies to control how the verifying node evaluates the received location information in order to perform location verification.
NOTE: The details of these policies are out of scope of this specification.
The verifying node may perform location verification using information provided by the H(e)NB. This information may be provided automatically and/or upon request.

It shall be possible for the verifying node to store and use ancillary information to perform location verification such as geo-coordinates of surrounding macrocells, postal address of H(e)NB as claimed by H(e)NB hosting party, IP address location information, etc.

It shall be possible for the verifying node to perform location verification both before and after switching on the H(e)NB radio.

Depending on the result of location verification, the verifying node shall take one or more of the following actions: raise an alarm, permit the H(e)NB to radiate or prevent the H(e)NB from radiating.

According to operator policy, an operating H(e)NB which is ordered to cease radiating may do so immediately, or it may wait until any calls in progress have been completed before it complies with the order and ceases radiating. It shall not allow new calls to be established during this waiting period.
	End of 2nd modifications
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