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1
Introduction

At S3#59, the WID S3-100628 was agreed, requiring a more focused TR dealing with specific issues needing further study. This contribution proposes text discussing compatibility with ICS, SRVCC, and CS for the proposed PUCI solution alternatives, i.e. for Section 8 according to the outline proposed for the TR in S3-100795. Changes are given as a pseudo-CR below.
*** BEGIN CHANGES ***
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[3]
3GPP TS 22.101: "Service aspects".
[4]
3GPP TS 22.173: "Multimedia Telephony Service and supplementary services".
*** NEXT CHANGE ***
9
Compatibility with IMS Centralized Services, SRVCC, and Service Continuity


Editor’s note: This section should further examine compatibility issues with CS for the proposed PUCI approaches. This includes SRVCC, ICS, and service continuity.

9.1
General

As stated in [1], it is desirable to strive for a consistent user experience across access scenarios. Thus, it is important to ensure that the approach chosen for PUCI can be made compatible with IMS Centralized Services (ICS), Single Radio Voice Call Continuity (SRVCC), and Service Continuity (SC).

9.2
Mechanisms Based on Supplementary Services

The sole purpose of IMS Centralized services (see e.g., [3], clause 22) is to use the IMS service engine to provide the telephony service for the CS access in addition to the PS access. This also implies that the same IMS TAS (including supplementary services according to [4]) will be used irrespectively of whether the user uses a CS access or a PS access. As a result, when the SS-based PUCI functionality is used, this will be provided for the user irrespectively of access, and by the same service engine. No additional functionality will be required to handle these cases, and no limitations are foreseen. 

If SRVCC is applied, this will not impact the PUCI functionality, as the service engine is not changed. The same applies when using Service Continuity in general, as the service engine remains the same. 

Thus, mechanisms in [1] based strictly on the use of existing mechanisms in Supplementary Services (SS) will also be compatible with ICS, SRVCC, and SC.

9.3
IMR


Editor’s note: This section should describe how compatibility with ICS, SRVCC, and SC is handled for the IMR approach.

9.4
Extensions to Supplementary Services


Editor’s note: This section should describe how compatibility with ICS, SRVCC, and SC is handled for extensions to SS, such as addition of Contextual Information (CI).

*** END OF CHANGES ***
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