
3GPP TSG SA WG3 (Security) meeting #62
S3-110039
Ljubljana, Slovenia, 24-28 January 2011                                                 
 
Source:
Alcatel Lucent, Alcatel-Lucent Shanghai Bell
Title:
pCR to TR 33.mps conferencing use cases  

Document for:
Approval
Agenda Item:
8.3 Extended IMS media plane security features
Work Item / Release:
ExtMEDIASEC
Discussion
Currently, sections on use cases for IMS conferencing contain some typos and unclarities. Changes are proposed to fix the typos and clarify the text.  

Proposal
* * * First Change * * * 
5.2
Use cases

5.2.1
Ad hoc conferencing

5.2.1.1
Main events 

This clause gives a high level description of the main events in a creating and running an ad-hoc conference. For a detailed and complete description see TS 24.605 [6] and TS 24.147 [4].
An ad-hoc conference is an unscheduled conference that is created on-the-fly by a conference participant.
A user creates a conference by sending an INVITE with the request URI being a "conference factory URI".  In a response the user gets a conference URI addressing the created conference. The INVITE creating the conference may contain a list of users which the conference focus shall invite as participants in the conference.


A user may join a conference by sending an INVITE with the request URI being the conference URI.

A user may subscribe to the conference event package (notifications on users joining /leaving the conference etc)

A conference participant can invite other users to the conference by:
1)
Inviting a user to a conference by sending a REFER request to the user directly; or 

2)
Inviting a user to a conference by sending a REFER request to the conference focus.

A conference participant may leave the conference by sending a BYE to the conference focus. The conference focus may drop a participant by sending a BYE. A conference participant may request that another conference participant is removed from the conference by sending a REFER to the conference focus with a Refer-To header having the "method" parameter set to "BYE". Normally, when the user that created the conference (the conference owner) leaves the conference, the conference is closed and the conference focus sends BYE to all participants.

When the last conference participant leaves the conference the media plane resources ate released.
5.2.1.2
Three party conferencing

A three party conference is an ad hoc conference with some extra features. One user initiates sessions with two other users and then joins them in a conference.  The initiating user first puts both his sessions on hold, creates the conference, and then invites the users to join the conference either by sending REFER requests to the users to join the conference. 
5.2.2
Planned conferences

Planned conferences are not explicitly standardized. Therefore, they are out of scope of this document. Nevertheless, the key management solutions specified may support planned conferences. 
* * * End of Changes * * * 








































































































































































































































