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1. Introduction 

In sub-clause 7.2.14.1 of TS 22.368 v10.2.0(Rel-10), the following requirement is specified:

· The system shall be optimized to handle MTC Groups. The system shall provide a mechanism to associate an MTC Device to a single MTC Group.
In above requirement, one MTC Device is allowed associate to a single MTC Group. But the TR33.868v0.1.0(S3-101436) in clause 4 descripted that:

3. MTC device can be associated with one or more than one MTC group.
In the SA3#61 meeting, SA3 discussed it and suggested to check with SA1. In sub-clause 7.2.14.1 of TS 22.368 v11.0.0(Rel-11), the same requirement is specified:

· The system shall be optimized to handle MTC Groups. The system shall provide a mechanism to associate an MTC Device to a single MTC Group.
Thus we propose to change the description in TR33.868v0.1.0(S3-101436) to accurately reflect the SA1’s requirement.
2. Proposal 

**********************START OF 1. CHANGE***************************

4. Overview of System Architecture
Editor's note:
This section is intended to provide the high-level SIMTC security architecture to support the objectives of the WID 

The MTC system architecture given in Figure 1 is based on TR 23.888 and is given here for better understanding of the threats in following section.
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Figure 1: System architecture for MTC

Following is further description about the MTC system architecture:
1. MTC device and MTC server communicate through 3GPP network.

2. MTC devices can communicate through 3GPP network as a group unit to decrease the signaling.

3. MTC device can only be associated with a single MTC group.
4. Every MTC device in a group is visible from the 3GPP network.

5. MTC server can communicate to 3GPP network by itself.

6. MTC server can be either inside or outside of the 3GPP network.
7. MTC server may access operator’s core network via a MTC Server Interworking Function
**********************END OF CHANGE 1***************************
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