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Abstract of the contribution: This contribution proposes end-to-end application level security solution for SMS based triggering. 
Introduction:
Tsms based triggering is considered to be application specific triggering, since the SMS is done through MT-SMS and the trigger content is encapsulated as an over-the-top application by the SME [TS 23.682]. So in case of MT-SMS based delivery, the serving node verifies the subscription and filters out the SMS if the MTC device is not subscribed for MT-SMS. In case if the MTC device is subscribed for MT-SMS, then the application in the UE needs to take care of the filtering of the fake triggering SMS based on end-to-end protection.
-------------------------------pCR to TR 33.868-----------------------------------
* * * First Change * * * *
7.1.3
For online Device Triggering

For the concluded solutions (solutions in TR23.888 v1.6.0 section 7.2.2 and solutions in TS 23.682 v0.1.0 annex A)), the current UMTS and LTE access security mechanisms (after the security mechanism is activated) can be used to protect the trigger indication on the radio access interface. The current mechanisms do not ensure that the trigger came from an authorized source. 

But in GSM/GPRS network or for user plane based trigger, the trigger indication can only be confidentiality protected using the current security mechanism on the radio access interface. 
For UP based triggering, the trigger can only be confidentiality protected using the current access security mechanism on the radio access interface.

In GSM/GPRS network, the trigger can only be confidentiality protected using the current security mechanism on the radio access interface.

In case of GSM/GPRS network or UMTS network using SIM authentication, there is no protection against false triggering on the radio access network.
Editor's Note: For any new SA2 solution on device triggering, SA3 need to do security analysis.
Solution 1: Triggering via NAS signalling 
The main Device triggering mechanisms currently being considered in SA2 TR 23.888 [10] are triggering via NAS signalling (e.g. a new information element in an existing NAS message or a new NAS message) and triggering via SMS. The SMS trigger may possibly also be sent from the network to the MTC Device using NAS as a transport. In this case, current NAS security mechanisms can be used to solve the security issue. After NAS SMC, NAS security is activated. All NAS signaling messages should be integrity-protected according to TS 33.401 [13], and therefore current LTE security mechanisms ensure that the trigger indication is not tampered with. In this case the SMS trigger will also benefit from the integrity protection of NAS signalling in LTE.
Source verification needs to be considered which in this context is understood to mean that the MTC Device can verify that the source of the trigger is a valid MTC server. This could be achieved in the following way 

MTC Device trusts the 3GPP network sending the NAS integrity protected trigger. In this case the MTC Device could be configured with identities of trusted 3GPP networks. (Somewhat analogically as trusted non3GPP access networks can be configured in the UE in TS 33.402.) In this context trusted 3GPP network would mean networks which have a secured interface from the MTC server to the 3GPP network, and which are trusted to ensure that only trigger indications received from authorized MTC Servers will lead to triggering of MTC Devices “belonging” to that MTC server. 

When the MTC Device then receives a NAS integrity protected trigger, it can, after verifying NAS integrity protection, check whether the 3GPP network is trusted in the sense as described above. If it is, the trigger can be accepted. If there is no NAS integrity protection of the trigger or if the 3GPP network is not trusted, the MTC Device could discard the trigger or alternatively look deeper into the trigger if end-to-end protection was applied.

Editor's Note: It is FFS how the network elements can distinguish ordinary short messages from short messages for triggering unattended MTC Devices
Editor's Note: The applicability of this solution in roaming cases is FFS. 

Editor's Note: It is FFS if both of the following cases or only one of them are possible, i.e. that the device trusts the home network always to have the external interface in place or whether the device cannot always trust the home network to have the external interface in place.  
Editor's Note: The above solution is intended for LTE, it is FFS how to protect trigger indication in GSM/UMTS. 
Editor's note: The benefits of the proposed solution should be weighed against the cost of increased battery consumption.
An alternative approach is that the MTC server could trigger the MTC Device through a GBA-push process via NAS signalling. 

Solution 2:  Solution for fake SMS triggering from normal UE in the same network as MTC device 
The fake triggering SMS can be blocked on the network side. As instructed in the following figure, the SMS-SC can receive short message from MTC Server via Tsms interface (as shown by the green line) or T4 interface (as shown by the blue line) or from SMS-IWMSC (as shown by the red line).  

This solution is to block any SMS to MTC device that comes from SMS-GMSC
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                                                         Figure 7.1.1-X Triggering short message delivery

When SMS-SC receives short message from MTC Server via Tsms, the current external interface security can check whether the MTC Server is authorized to send the trigger to the MTC device. If it is, the SMS-SC continues to send the short message. When SMS-SC receives short message which is forwarded by MTC-IWF via T4 interface, the SMS-SC considered T4 interface is trusted and continues to send the short message. Because the MTC-IWF can authenticate with MTC server and ensure that only the authorized MTC Server  triggers the MTC device according functionality of MTC-IWF defined in TR23.888 and external interface security solution defined in TR33.868. When the SMS-SC receives short message from SMS-IWMSC, it forwards the short message to SMS-GMSC following normal SMS procedure but with a check indication. Then SMS-GMSC forwards the target UE’s identifier in the short message to HLR/HSS and obtains serving MSC/SGSN routing information for the target UE from HLR/HSS. After HLR/HSS receives the target UE’s identifier, it inquries the corresponding subscription data and checks whether the target UE is MTC device based on the target UE’s identifier and inqury result. If the target UE is MTC device, HLR/HSS sends inquiry result or reject indication to the SMS-GMSC/IP-SM-GW and SMS procedure terminates. If the target UE is not MTC device, HLR/HSS sends inquiry result or confirm indication to the SMS-GMSC/IP-SM-GW and SMS procedure continues.
Editor Notes 1: To get clarification from SA2, whether it is possible for the HSS to distinguish the target device is a normal UE or MTC devices. 

Editor Notes 2: It is FFS, whether it is possible to ensure that all communication towards the MTC device are routed via MTC server

Editor Note 3: It is FFS, whether this solution can be combined with home network routing as defined in TR 23.840 so that SMSs from external networks towards MTC devices can also be blocked.

Solution 3: Solutions protecting SMS triggering 
Network based SMS payload filtering

Protection against SMS spoofing can be provided if the HPLMN implements home network routing for SMS (TR 23.840) and implements filters in the home network SMS infrastructure to ensure that MTC trigger SMSs can only be sent from an authorised whitelist of senders. This approach requires that the SMS infrastructure can filter based on payload contents for all SMS from untrusted sources.
MTC device based SMSC whitelisting
In the absence of SMS home routing, an MTC device could be configured to only accept MTC triggers from whitelisted HPLMN SMSCs.  Assuming SMS filtering at these whitelisted HPLMN SMSCs then this  could protect against the most basic form of SMS spoofing. Challenges with this solution are how to provision and maintain the SMSC whitelist on the MTC device and the SMS filtering at the whitelisted HPLMN SMSCs. 

Source authentication

Even home network routed SMS combined with SMS payload filtering is vulnerable to attacks where network internal nodes or network signalling links are compromised. If such attacks need to be mitigated, or if home network routing is not provided, then some form of cryptographic protection of MTC triggers is needed between the MTC server and the MTC device. Three possible approaches are listed below:

· (U)SIM application toolkit security: In this approach the trigger message is protected at the MTC server and sent directly to a (U)SIM application toolkit on the (U)SIM according to TS 23.048. If the message is authenticated by the (U)SIM (based on a pre-shared symmetric key), then the (U)SIM can forward the message to the UE for processing. With this method, MTC devices would need to be pre-provisioned to only act on triggering messages that have been verified by the (U)SIM application toolkit security mechanism.

Editor’s Note: It is for further study whether USIM application toolkit security can be used when the MTC server is outside the operator’s domain.

· GBA push (either GBA_ME or GBA_U based): In this approach GBA_Push, as specified in TS 33.223, is used to secure the trigger message between the MTC server and the MTC device. Compared to the (U)SIM application toolkit approach, a new pre-shared symmetric key is not needed – instead the MTC device can establish the GBA_Push keys by leveraging the existing AKA credentials that are used for network access security. With this method, MTC devices would need to be pre-provisioned to only act on triggering messages that have been verified using GBA push.
· Application based End to End protection: As mentioned in the TS 23.682, when using Tsms based SMS triggering, the trigger to the MTC device is encapsulated in a MT SMS as over-the-top application by the SME. So when the trigger indication is sent over Tsms, the network entity acting as SME should apply end-to-end integrity and replay protection and the MTC application on the MTC Device should verify the source of the trigger and ensure the integrity of the received trigger request. A possible mechanism for application layer key establishment between the MTC device and the MTC application may be using the GBA push mechanism. The mechanism to verify the integrity of the trigger message by the MTC application is out of scope of this specification. 
Solution  4: Triggering via User plane: 
SA2 is considering solutions related to User plane based trigger delivery [TR 23.888 v1.6.0]. In order to prevent sending fake trigger message through the radio access link, the trigger message could be protected using the AS security mechanisms (User Plane confidentiality protection). UP based triggering messages could be confidentiality protected according to TS 33.401 [13] for LTE and according to TS 33.102 [12] for 3G, and therefore current LTE and 3G security mechanisms can ensure that the trigger indication is confidentiality protected.
When the trigger indication is sent in user plane, the MTC Server/ MTC application on the MTC user domain should apply end-to-end integrity and replay protection and the MTC application on the MTC Device should verify the source of the trigger and ensure the integrity of the received trigger request. The mechanism to verify the integrity of the trigger message by the MTC application is out of scope of this specification. 
The MTC device should discard the trigger if it is not end to end integrity and replay protected by the MTC server.
* * * End of Change * * * *
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