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1
Introduction

The importance of privacy protection is reasied as security issues. However, the scope of privacy information is not reached a general consensus in SA3 working group. In addition, this work item is infuluenced by SA2 working scope and SA2 working group decided the scope will cover the Machine type and other mobile data applications communications. Therefore, this proposal illustrates the main concern of privacy protection in SA3 point of view. In addition, it describes the candidate solution to protect privacy. 

2 
Proposal
The following text is proposed for inclusion in the TR as a privacy protection solution for MTCe( Machine type and other mobile data applications communications enhancements).  
3
PCR
*** 1st Change ***
7.6 
Solution 6 - Privacy Concern

7.6.1
General Description
MTC Devices or other mobile communication devices may be detached from the network when not communicating to prevent unnecessary collection of location information by the network. If  MTC devices or other mobile communication devices are configured to avoid  mobility management, Only when a given requirement is reached and the MTC Device or other mobile communication device  needs to transmit data to the MTC application, it will reconnect to the network. 
The detach procedure can be either initiated by the MTC device , other mobile communication device, or by the network. Furthermore, one can distinguish whether the MTC Device or the network has control over the enforcement of the location privacy mechanism.

The MTC Device or other mobile communication device  may need to provide an ability that allows its user to set the transmission privacy configuration. The MTC Device or other mobile communication device may need to provide an ability to transmit location tracking information in emergency case. 
Editor Note: How to trigger the detached MTC Device is FFS in SA2 
7.6.1.1
MTC Device based method
The MTC Device will detach from the network after a certain period of inactivity in communication. The period may be configurable on the MTC Device by its user.

 Editor Note: Detaching after certain period of time is not sufficed for tracking protection
7.6.1.2
Network based method

The network can detach the MTC devices or other mobile communication devices based on the configured privacy information which was configured by users.   
Editor Note: Network based method is FFS
