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1. Discussion 
In GP-121431 GERAN2 asks SA3 if the NONCEMME IE can be excluded when related to CS to PS SRVCC from GERAN to E-UTRAN/HSPA to limit the message size over the GERAN radio interface. 

The NONCEMME is a part of the NAS security parameters to E-UTRAN (see the clause 9.2.2.7 of TS24.301).  Although the NAS security parameters to E-UTRAN IE is a conditional one (“C-iffromUTRANGERAN”) in the HANDOVER REQUEST (see 9.1.5.4 of TS36.413), it’s mandatory for I-RAT handovers to E-UTRAN (see the clause 9.2.3.31 of TS36.413). Since the eNB can’t differentiate the PS HO from CS to PS SRVCC HO (there isn’t rSRVCC HO type in the clause 9.2.13 of TS36.413), the NONCEMME as a part of the NAS security parameters to E-UTRAN IE can’t be removed from the HANDOVER REQUEST.
2. Proposal 

We propose SA3 to agree the draft reply LS below to GERAN2.
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1. Overall Description:

SA3 would like to thank GERAN2 for providing us with the LS on the changes to the GERAN specifications to support CS to PS SRVCC to E-UTRAN/HSPA. 

GERAN2 asks SA3 if the NONCEMME IE can be excluded when related to CS to PS SRVCC from GERAN to E-UTRAN/HSPA to limit the message size over the GERAN radio interface. SA3 thinks the NONCEMME can’t be excluded in the CS to PS SRVCC. The reason is explained below.
The NONCEMME is a part of the NAS security parameters to E-UTRAN (see the clause 9.2.2.7 of TS24.301). Although the NAS security parameters to E-UTRAN IE is a conditional one (“C-iffromUTRANGERAN”) in the HANDOVER REQUEST message (see 9.1.5.4 of TS36.413), it’s mandatory for I-RAT handovers to E-UTRAN (see the clause 9.2.3.31 of TS36.413). Since the eNB can’t differentiate the PS HO from CS to PS SRVCC HO (there isn’t rSRVCC HO type in the clause 9.2.13 of TS36.413), the NONCEMME, as a part of the NAS security parameters to E-UTRAN IE, can’t be removed from the HANDOVER REQUEST message.
2. Actions:

To GERAN2 group:

ACTION: SA3 kindly ask GERAN2 to take this reply into account.
3. Date of Next TSG-SA3 WG3 Meetings:

TSG-SA3 WG3 Meeting #71
8 - 12 April, 2013

Valencia, Spain.

TSG-SA3 WG3 Meeting #72
8 - 12 July, 2013 

Qingdao, China.
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