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* * * * Start of Change * * * *

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], in TS 33.102 [4] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1]. 

Access Security Management Entity: entity which receives the top-level keys in an access network from the HSS. For E-UTRAN access networks, the role of the ASME is assumed by the MME

Activation of security context: the process of taking into use a security context. 

Authentication data: Data that is part of a security context or of authentication vectors. 

Chaining of KeNB: derivation of a new KeNB from another KeNB (i.e., at cell handover)

Current EPS security context: The security context which has been activated most recently. Note that a current EPS security context originating from either a mapped or native EPS security context may exist simultaneously with a native non-current EPS security context.

ECM-CONNECTED state: This is as defined in TS 23.401 [2]. The term ECM-CONNECTED state corresponds to the term EMM-CONNECTED mode used in TS 24.301 [9].

ECM-IDLE state: As defined in TS 23.401 [2]. The term ECM-IDLE state corresponds to the term EMM-IDLE mode used in TS 24.301 [9].

EPS-Authentication Vector: KASME, RAND, AUTN, XRES
EPS security context: A state that is established locally at the UE and a serving network domain. At both ends "EPS security context data" is stored, that consists of the EPS NAS security context, and the EPS AS security context.

NOTE 1:
An EPS security context has type "mapped", "full native" or "partial native". Its state can either be "current" or "non-current". A context can be of one type only and be in one state at a time. The state of a particular context type can change over time. A partial native context can be transformed into a full native. No other type transformations are possible.  

EPS AS security context: the cryptographic keys at AS level with their identifiers, the Next Hop parameter NH, the Next Hop Chaining Counter parameter NCC used for next hop access key derivation, the identifiers of the selected AS level cryptographic algorithms, counters used for replay protection and SCG Counter used as freshness input into S-KeNB derivations. Note that the EPS AS security context only exists when cryptographically protected radio bearers are established and is otherwise void.

NOTE 2: NH and NCC need to be stored also at the MME during connected mode.

EPS AS Secondary Cell security context: This context consists of the cryptographic keys for SeNB (KUPenc), the identifier of the selected AS SC level cryptographic algorithm and counters used for replay protection. 
EPS NAS security context: This context consists of KASME with the associated key set identifier, the UE security capabilities, and the uplink and downlink NAS COUNT values. In particular, separate pairs of NAS COUNT values are used for each EPS NAS security contexts, respectively. The distinction between native and mapped EPS security contexts also applies to EPS NAS security contexts. The EPS NAS security context is called "full" if it additionally contains the keys KNASint and KNASenc and the identifiers of the selected NAS integrity and encryption algorithms.

Full native EPS security context: A native EPS security context for which the EPS NAS security context is full according to the above definition. A full native EPS security context is either in state "current" or state "non-current".

Forward security: In the context of KeNB key derivation, forward security refers to the property that, for an eNB with knowledge of a KeNB, shared with a UE, it shall be computationally infeasible to predict any future KeNB, that will be used between the same UE and another eNB. More specifically, n hop forward security refers to the property that an eNB is unable to compute keys that will be used between a UE and another eNB to which the UE is connected after n or more handovers (n=1 or 2). 
Legacy security context: A security context which has been established according to TS 33.102 [4].

Mapped security context: Security context created by converting the current security context in the source system to a security context for the target system in inter-system mobility, e.g., UMTS keys created from EPS keys. The EPS NAS security context of a mapped security context is full and current.

Native EPS security context: An EPS security context whose KASME was created by a run of EPS AKA. 

Non-current EPS security context: A native EPS security context that is not the current one. A non-current EPS security context may be stored along with a current EPS security context in the UE and the MME. A non-current EPS security context does not contain an EPS AS security context. A non-current EPS security context is either of type "full native" or of type "partial native". 

Partial native EPS security context: A partial native EPS security context consists of KASME with the associated key set identifier, the UE security capabilities, and the uplink and downlink NAS COUNT values, which are initially set to zero before the first NAS SMC procedure for this security context. A partial native EPS security context is created by an EPS AKA, for which no corresponding successful NAS SMC has been run. A partial native context is always in state "non-current".

Re-derivation of NAS keys: derivation of new NAS keys from the same KASME but including different algorithms (and no freshness parameter)

Refresh of KeNB: derivation of a new KeNB from the same KASME and including a freshness parameter

Re-keying of KeNB: derivation of a new KeNB from a new KASME in ECM-CONNECTED (i.e., . to activate a partial native EPS security context, or to re-activate a non-current full EPS security context)

Re-keying of NAS keys: derivation of new NAS keys from a new KASME 
UE security capabilities: The set of identifiers corresponding to the ciphering and integrity algorithms implemented in the UE. This includes capabilities for EPS AS and NAS, and includes capabilities for UTRAN and GERAN if these access types are supported by the UE.

UE EPS security capabilities: The UE security capabilities for EPS AS and NAS.
* * * * Next Changes * * * *

E.1
Introduction

This clause describes the security functions necessary to support a UE that is simultaneously connected to more than one eNB for the architectures for dual connectivity as described in TS 36.300 [30]. The security functions are described in the context of the functions controlling the dual connectivity.

For dual connectivity architecture which hosts PDCP in MeNB the security functions described for the single connectivity mode in this specification are sufficient. The reason for that they are sufficient, is that the end-point for the encryption remains in the MeNB. That is, from a security point of view, the PDCP packets are still processed in the same locations in the architecture; they have only travelled a different path via the SeNB.

The remainder of the present clause E deals with the architecture  as shown in Figure E.1-1.
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Figure E.1-1 Offload architecture

When the MeNB establishes security between an SeNB and the UE for the first time for a given AS security context shared between the MeNB and the UE, the MeNB generates the S-KeNB for the SeNB and sends it to the SeNB over the X2-C. To generate the S-KeNB, the MeNB associates a counter, called a SCG  Counter, with the current AS security context. The SCG Counter is used as freshness input into S-KeNB derivations as described in the clause X.2.4, and guarantees, together with the other provisions in the present clause X, that the KUPenc derived from the same S-KeNB is not re-used with the same input parameters as defined in Annex B of the present specification. The latter would result in key-stream re-use. The MeNB sends the value of the SCG Counter to the UE over the RRC signalling path when it is required to generate a new S-KeNB. 

The communication established between the SeNB and the UE is protected at the PDCP layer using the AS Secondary Cell security context, or AS SC security context for short. The AS SC security context includes parameters as the AS security context described in clause 7 of the present specification, the S-KeNB replaces the KeNB. The UE and the SeNB derives the KUPenc from the S-KeNB as described in clause A.7, cf. also E.2.4.2.

* * * * Next Changes * * * *

E.2.4.1
SCG Counter maintenance

The MeNB shall associate a 16-bit counter, SCG Counter, with the EPS AS security context. 

The SCG Counter is used when computing the S-KeNB. The UE and the MeNB shall treat the SCG Counter as a fresh input to S-KeNB derivation. That is, the UE assumes that the MeNB provides a fresh SCG Counter each time and does not need to verify the freshness of the SCG Counter.

NOTE: An attacker cannot, over the air modify the SCG Counter and force re-use of the same SCG Counter. The reason for this is that the SCG Counter is delivered over the RRC connection between the MeNB and the UE, and this connection is both integrity protected and protected from replay. 
The MeNB maintains the value of the counter SCG Counter for a duration of the current AS security context between UE and MeNB. The UE does not need to maintain the SCG Counter after it has computed the S-KeNB since the MeNB provides the UE with the current SCG Counter value when the UE needs to compute a new S-KeNB.
The MeNB that supports the DRB offload shall set the SCG Counter to ‘0’ when the KeNB in the associated AS security context is established. The MeNB shall set the SCG Counter to ‘1’ after the first calculated S- KeNB, and monotonically increment it for each additional calculated S-KeNB. The SCG Counter value '0' is hence used to calculate the first S-KeNB. 

If the MeNB decides to turn off the offload connection and later decides to re-start the offloading to the same SeNB, the SCG Counter value shall keep increasing, thus keeping the computed S-KeNB fresh.

The MeNB shall refresh the KeNB of the AS security context associated with the SCG Counter before the SCG Counter wraps around. Re‑freshing the KeNB is done using intra cell handover as described in clause 7.2.9.3 of the present specification. When this KeNB is refreshed, the SCG Counter is reset to '0' as defined above. 
* * * * Next Changes * * * *

E.2.4.2 
Security key derivation

The UE and MeNB shall derive the security key S-KeNB of the target SeNB as defined in Annex A.Y of the present specification.

The addition to the LTE key hierarchy with derivation of the S-KeNB is shown on Figure E.2.4.2-1.
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Figure E.2.4.2-1 Addition to the Key Hierarchy for the SeNB

The SeNB and the UE shall further derive the ciphering key KUPenc for ciphering of the User Plane over the DRB. This derivation is performed according to Annex A.7 using the S-KeNB as the input key and the input string S formed using the IDs of the SeNB selected algorithm to the KDF.

NOTE: In the present specification, only a user plane encryption key is required between UE and SeNB. But the key derivation procedure permits deriving further keys according to Annex A.7 if this should be desired in the future. 

* * * * Next Changes * * * *

E.2.5.2
S-KeNB update procedure
If the MeNB receives a request for S-KeNB  update from the SeNB or decides on its own to perform S-KeNB  update (see clause E.2.5.1), the MeNB shall compute a fresh S-KeNB and increment the SCG Counter, as defined in clause E.2.4.  Then the MeNB shall perform a SCG modification procedure to deliver the fresh S-KeNB to the SeNB. If the MeNB doesn’t perform the previous procedure, the MeNB may instead  release all radio bearers in the SeNB, and then perform an SCG addition procedure, adding all radio bearers just released. 
The MeNB shall provide the value of the SCG Counter used in the derivation of the S-KeNB to the UE in an integrity protected RRC procedure. The UE shall derive the S-KeNB and KUPenc as described in clause E.2.4.
Whenever the UE or SeNB start using a fresh S-KeNB, they shall re-calculate the KUPenc from the fresh S-KeNB.

* * * * End of Changes * * * *
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