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Decision/action requested

To include the proposed pCR in TS 33.899 [1].
2
References
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3GPP TS 33.899, Study on the security aspects of the next generation system, v1.0.0
3
Rationale

SA2 TS 23.501 uses the same terminology “Tracking Area” for 5G System also, so the following Editor Note on the terminology in solution 4.2 needs to be removed.

 Editor’s note: The solution to be revised to update the Tracking Area equivalent for NextGen System based on the progress in other working groups.

The gNB are pre-provisioned with the private key (K-SIGPrivate) by the operator during installation or by the OAM entity managing the gNB. As the K-SIGPrivate is provisioned by the management entities and not by the control plane signalling messages, the following Editor’s Note needs to be removed.
Editor’s Note: Provisioning of K-SIG-Priv needs to be clarified. And it is FFS to determine if provisioning K-SIG-Private in multiple NRs during each TAU is feasible.
K-SIGPrivate is specific to a Tracking area. If there is a gNB or more than one gNB within the TA, the same K-SIGPrivate is used by the gNB(s) for signing the SI. The same is applicable for split of protocol stack over the 5G NR radio interface also. Also as mentioned in the Solution#1.22, the platform security requirements from TS 33.401 and TS 33.102 would still apply to gNBs. So same protection mechanism is provided for all type of keys available in the gNB. Therefore, if the gNB is compromised, then there are other serious threat compare to authenticity verification of the gNB by the UE in RRC Idle state. Based on the above details, the following editor’s note is resolved.
Editor’s Note: It is FFS whether the K-SIG-Priv of all eNBs within a TA are same or different. The possible key leakage if the same K-SIG-Priv is shared by all eNBs needs to be considered.

4
Detailed proposal

***************Start of Changes****************
5.4.4.2
Solution #4.2: Verification of authenticity of the cell during RRC idle mode

5.4.4.2.1
Introduction  

This solution addresses key issue # 4.1. 

A cell periodically broadcasts synchronization signals and system information (SI). UE detects a cell based on the synchronization signals. If the signal quality of detected cell is above a defined threshold then UE determines whether the cell is authentic or not, to camp on it. A cell is authentic, if the authenticity verification of the system information received from the cell is successful.

5.4.4.2.2
Solution details  

5.4.4.2.2.1
System Information verification using Digital Signatures  

This solution is applicable only for verification of authenticity of the cell during Idle mode cell reselection.

In order to enable the UE to validate the authenticity of received system information, the NR digitally signs the broadcasted system information as shown in Figure 5.4.4.2.2.1-1. System information to be broadcasted, Private security key (K-SIGPrivate) and Time Counter are input to security algorithm to generate the digital signature. The generated DS together with some least significant bits of Time Counter is added to the system information before transmitting over the air. K-SIGPrivate is specific to the Tracking area. The private key (K-SIGPrivate) is provisioned in the NR by the MNO. The public K-SIGPublic key is provisioned by the core network to the UE, when performing location update procedure, as shown in Figure 5.4.4.2.2.1-2. Time Counter is maintained based on UTC time (number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900), similar to the mechanism used in ProSe Discovery protection TS 33.303) and can be units of milliseconds or seconds or minutes. The gNB obtains a value for a UTC-based counter associated with a transmission slot based on UTC time. The UE may obtain UTC time from any sources available, e.g. the RAN (via SIB, as in LTE via SIB16), NITZ, NTP, GPS (depending on which is available). The Time Counter input to the security algorithm is the value of counter corresponding to time slot in which system information is transmitted. The usage of Time Counter ensures that received system information cannot be replayed. There can be differences in the Time Counter maintained in the UE and the AN because of different UTC source or implementation errors. To take care of these errors least significant bits of Time Counter are also transmitted along with system information.

On receiving the system information the UE generates digital signature.  The system information with digital signature received, public security key (K-SIGPublic) and Time Counter of the time slot in which system information is received are used to check the authenticity of the SI. If authenticity verification is successful, then the system information is authentic and the UE considers the cell as authentic.

The size of the digital signature leads to increase in the signalling overhead. In order to reduce the overhead, digital signature can be generated for multiple system information together instead of generating the digital signature for each system information. System information is periodically broadcasted, in order to reduce the overhead; protection can be applied once every ‘N’ period instead of every period. Mechanisms to reduce the overhead are detailed in the clause 5.4.4.2.2.3 of this TR.


Editor’s Note: It is FFS to determine if provisioning multiple K-SIG-Pubs in UE is feasible.
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Figure 5.4.4.2.2.1-1: System Information verification using Digital Signatures
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Figure 5.4.4.2.2.1-2: Provisioning of Public Keys to the UE

5.4.4.2.2.2
System Information verification using Identity Based Cryptography

The network provisions UEs and NR with a set of credentials for Elliptic Curve-Based Certificateless Signatures for Identity-Based Encryption (ECCSI), as defined in IETF RFC 6507 [33] along with the public key of the CN.  Furthermore, UEs are provisioned with the Public Validation Token (PVT) specific to each cell and the NR are configured with the Secret Signing Key (SSK) associated with its cell identity.  In order to verify the authenticity of the cell, the NR act as "signer" and the UE act as the "verifier" (according to the definitions in RFC 6507).  The NR uses SSK associated to the cell to sign the system information, and the UE uses the public key of the CN and the cell ID specific PVT to verify the signature.  

As mentioned in the clause 5.4.4.2.2.1, the time counter is used as the input for signature generation and also to reduce the overhead; digital signature can be generated for multiple system information together and protection can be applied once every ‘N’ period instead of every period. Mechanisms to reduce the overhead are detailed in the clause 5.4.4.2.2.3 of this TR.

5.4.4.2.2.3
Optimization of SI verification using the other SI

5G SI is divided into minimum SI and other SI [62]. The other SI may either be broadcast, or provided in a dedicated manner by the gNB, triggered either by the network or upon request from the UE [62]. The authenticity verification information can be classified into the other SI. The gNB generate the digital signature with the minimum SI broadcasted, Private security key (K-SIGPrivate) and Time Counter as input (as shown in Figure 5.4.4.2.2.1-3) and provides the digital signature in the other SI (as a separate SI) either periodically or upon request from the UE (as shown in Figure 5.4.4.2.2.1-4). As the UE needs to verify the authenticity of the gNB, only signing of the minimum SI is performed in order to reduce the overhead in the UE and in the gNB. 
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Figure 5.4.4.2.2.1-3: Cell authenticity verification using other SI
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Figure 5.4.4.2.2.1-4: Transmission of cell authenticity verification using other SI5.4.4.2.3
Evaluation 

Observation X: With Digital Signature and Timestamp parameters, the size of protected System Info can get  larger and size impact needs evaluation.

***************End of Changes****************
