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Decision/action requested

It is proposed to approve the changes in the companion contributions [3], [4] and [5] 
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Rationale

The table below shows the mapping between the content of clause 7.2.8 from TS 33.401 [2] to subclause 6.5 in TS 33.501 [1]. The main observation is that some clauses were not really in scope of clause 7 in TS 33.401 [2]. Therefore, it is proposed to relocate such clauses to what we considered more appropriate target ones in TS 33.501 [1].  The actual skeleton updates are in the companion contribution [3] and contents in [4] and [5] providing each changes respectively to clauses 6 and 8.
	Source clause in TS 33.401
	Target clause in TS 33.501
	Explanation and detailed description of the changes (whenever needed)

	7.2.8
Key handling in handover
	6.5.1   Key handling in handover
	Almost a one-to-one mapping for all subclauses dealing with security aspects between the UE and core network modulo few changes to adapt to 5G terminology

	7.2.8.1
General
	None
	This is left out since content not relevant

	7.2.8.1.1
Access stratum
	None
	This is left out since content not relevant to Clause 6

	7.2.8.1.2
Non access stratum
	None

	This is left out since the content in subclause 6.5.1 deals with NAS security key handling during handover. 

	7.2.8.2
      Void
	None
	This is left out since content not relevant

	7.2.8.3
      Key derivations for context modification procedure 


	6.5.1.1
Key derivations for context modification procedure
	A one-to-one mapping for all subclauses modulo few changes to adapt to 5G terminology

	7.2.8.4

Key derivations during handovers
	6.5.1.2
Key derivations during handovers
	

	7.2.8.4.1
Intra-eNB Handover
	None
	This is left out since content not relevant to subclause 6.5.1

	7.2.8.4.2
X2-handover
	6.5.1.2.1
Xn-handover
8.3.1.2.2   Xn-handover
	Almost a one-to-one mapping for all subclauses modulo few title changes to adapt to 5G terminology



	7.2.8.4.3
S1-Handover
	6.5.1.2.2
N2-Handover without AMF change

6.5.1.2.3
N2-Handover with AMF change
8.3.1.3.3   N2-Handover
	Almost a one-to-one mapping for all subclauses modulo few title changes to adapt to 5G terminology

	7.2.8.4.4
UE handling
	6.5.1.2.4
UE handling
	A one-to-one mapping for all subclauses modulo few title changes to adapt to 5G terminology



	7.2.9
Key-change-on-the fly


	6.5.1.3
Key-change-on-the fly


	A one-to-one mapping for all subclauses modulo few title changes to adapt to 5G terminology

	7.2.9.4
NAS key re-keying
	6.5.1.3.1
NAS key re-keying
	A one-to-one mapping for all subclauses modulo few title changes to adapt to 5G terminology

	
	6.5.1.3.2
NAS key refresh
	A clause to describe refresh of KAMF during handover 


4
Detailed proposal





It is proposed to approve the skeleton updates provided in the companion contribution [3] and contents in [4] and [5] for inclusion in TS 33.501 [1]. 
