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Abstract:
This pCR proposes skeleton for Security handling in mobility under clause 6.5 discussing security between UE and the 5G core network. 
1
Rationale

This pCR proposes skeleton for Security handling in mobility under subclause 6.5 in TS 33.501 to elicit security procedures between UE and the 5G core network during handover. The proposed skeleton is almost a one-to-one mapping of the subclause 7.2.8 in TS 33.401. The mapping is listed clearly in the companion contribution S3-172439.
2
Detailed proposal

6.5
Security handling in mobility
*********** Start of change ***********
6.5.1
Key handling in handover

Editor’s Note: This clause is meant to contain, among other things, content corresponding to TS 33.401 [10], clause 7.2.8.1.2, which is about NAS aspects that need to be considered in handover.

6.5.1.1
Key derivations for context modification procedure 

Editor’s Note: This clause is meant to contain, among other things, content corresponding to TS 33.401 [10], clause 7.2.8.3, which is about key derivations for context modification procedure.

6.5.1.2

Key derivations during handovers

Editor’s Note: This clause is meant to contain contents corresponding to TS 33.401 [10], clause 7.2.8.4, which is about key derivations during handover.

6.5.1.2.1 
Xn-handover

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.8.4.2, which is about Xn-handover.

6.5.1.2.2
N2-Handover without AMF change

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.8.4.3, which is about N2-handover without AMF change.

6.5.1.2.3
N2-Handover with AMF change

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.8.4.3, which is about N2-handover with AMF change.

6.5.1.2.4
UE handling

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.8.4.4, which is about UE handling in handover.

6.5.1.3
Key-change-on-the fly

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.9, which is about key-change-on-the-fly.

6.5.1.3.1
NAS key re-keying

Editor’s Note: This clause is meant to contain content corresponding to TS 33.401 [10], clause 7.2.9.4, which is about KAMF re-keying.

6.5.1.3.2
NAS key refresh

Editor’s Note: This clause is meant to contain content about KAMF refresh. Scenarios for KAMF refresh are FFS. 

*********** End of change ***********
