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1	Decision/action requested
This contribution proposes a new key issue on security capabilities a mobile network can offer to customers
2	References
[1]	3GPP TR 28.801 V2.0.1 (2017-09), "Study on management and orchestration of network slicing for next generation network" 		
3	Rationale					
The interface for Management Exposure, i.e. between the Network Slice Management Function and the Customer’s Service Management Function as defined in [1], is supposed to be made available to third parties for network management and infrastructure management. The exact KPI relevant to security or security cababilies need to be defined.   
4	Detailed proposal					

pCR
***	BEGIN CHANGES	***
[bookmark: _Toc467658320][bookmark: _Toc494269863][bookmark: _Toc352074857][bookmark: _Toc494269864]5	Key issues
Editor’s note: This clause contains key issues that should be addressed by SA3. 
5.X	Key Issue #X: Security capabilities for Management Exposure
[bookmark: _GoBack]Editor’s note : This key issue needs to be updated according to TS 28.530 and TS 28.531.
[bookmark: _Toc352074858][bookmark: _Toc494269865]5.X.1	Key issue details
MNOs may offer not only service management to the customers but also the network management (i.e. Network Managers  and Element Managers) and the infrastructure management. 
Network slicing allows operators to offer customised services to customers. Network operators may create network slice instances tailored to customers’ needs based on their offered services. These services may involve different KPI and/or QoS/QoE from one custormer to another.
The services identified in TR28.801 [x1] include radio access technology, bandwidth, end-to-end latency, and guaranteed / non-guaranteed QoS, and security level, etc. However, With respect to the security relevant services, the exact capabilities/services, are to be identified and made available to the management system. This is thus one of the objectives of this key issue.  
Further, various management functions and use cases for network slices have been identified in TR28.801 [x1], e.g. network slice instance(s) lifecycle management (network slice creation, activation, de-activation, modification, and termination etc.), network slice instance fault management, network slice performance management,  network slice instance configuration management, and network slice instance policy management etc. Another objective of this key issue is to identify the security parameters/capabilies that involved in these management functions/use cases. For example, at the time of network creation, what security parameters, security policies can be configured in these management functions and offered to third parties. 
Considering the security services and security parameters provisioned for a slice instance may be different for customers, it would be necessary for the customer to negotiate the security capabilities.

[bookmark: _Toc352074859][bookmark: _Toc494269866]5.X.2	Security threats 
Without proper restriction on the extent of security capabilities exposed to third parties, an attacker may cause destructive damages to a network slice or the whole network through compromised third parties.  
[bookmark: _Toc352074860][bookmark: _Toc494269867]5.X.3	Potential Security requirements		
· The security capabilities that a network slice instance can provide party can be granted are defined determined by the MNO.
· It shall be possible for the MNO to configure the Security policies of a slice instance may be configured by an authorized party. 
· 
·  
· 

***	END OF CHANGES	***

