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1
Decision/action requested

Approve the proposed conclusions for the living document (S3-180371).
2
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3
Rationale

CT1 has decided to standardize a new and native solution for 5GS for steering of roaming [1]. The related agreed CRs to TR 24.890 are: C1-180495 and C1-180462. CT1 agreed that procedure for steering of UE in VPLMN can be initiated by the network after the UE has registered onto the VPLMN, or while the UE is trying to register onto the VPLMN. 
The solutions in SA3 living document and solution proposed for this meeting (SA3#90bis) are already in line with the CT1 agreed solutions, therefore we propose the following conclusions:
· The following requirements needs to be taken to the appropriate clauses in the TS 33.501

· The UE shall have means to detect whether the Network Steering information sent by the HPLMN has been altered.

· The UE shall have means to detect whether the Network Steering information sent by the HPLMN has been removed. 

· Solution #1 is taken as a base for normative work, in accordance with the CT1 agreed [1] stage 2 solution of Steering Of Roaming (SOR) based on Authentication procedure during Registration.

· Solution#2 and solution#4.x (S3-180810) is taken as a base for normative work, in accordance with the CT1 agreed [1] stage 2 solution of Procedure for providing list of preferred PLMN/access technology combinations after registration.

4
Detailed proposal
****************** Start of Changes ************************
5 Conclusion
Editor’s Note: The clause will capture the conclusions and eventually the requirements and solutions to be included in TS 33.501
· The following requirements needs to be taken to the appropriate clause(s) in the TS 33.501 (potentially to clause 5.1)
· The UE shall have means to detect whether the Network Steering information sent by the HPLMN has been altered.

· The UE shall have means to detect whether the Network Steering information sent by the HPLMN has been removed.
· Solution #1 is taken as a base for normative work, in accordance with the CT1 agreed [1] stage 2 solution of Steering Of Roaming (SOR) based on Authentication procedure during Registration.

· Solution#3 and solution#X (S3-180810) is taken as a base for normative work, in accordance with the CT1 agreed [1] stage 2 solution of Procedure for providing list of preferred PLMN/access technology combinations after registration. 

****************** End of Changes ************************

